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SECTION I: INVITATION FOR TENDERS

Tender Number: KeRRA/011/KCO/39/22%/02220|21

Tender Name ROUTINE MAINTENANCE AND SPOT IMPROVEMENT OF
HILL TOP T WAMBARE ROAD

1.1 Kenya Rural Roads Authority, Kericho Regiamvites sealed tenders faputine
maintenanc@®©F HILL TOP i WAMBARE ROAD comprising of but not limited to
the following activities

i) Preliminary and General Itesn
i) SiteClearance

i) Earthworks

iv) Culvert and drainage works
V) Grading

Vi) Gravelling

1.2 Interested eligible candidates may obtain further information and inspect tender
documentsaat Kenya Rural Roads Authorilys  Q Kdricho Region, during normal
working hours8.00amto 5.00 pmMonday to Friday.

1.3 A complete set of tender documents may be obtained by interested candidates upon
payment of a nomefundable fees oKshs. 1,000 to be depositeéd Account No
1114343196, KCB Moi Avenue Branch payable to Kenya Rural Roadsughority
(Deposit slips should beat he Contract No, Company6s na
OR documents can be downloaded free of charge from KeRRA website,
www.kerra.go.ke

1.4 Prices quoted should be net inclusive of all taxes, must be in Kenya shdhigshall
remainvalid for a period ofLl20days from the closing date of tender.

15 Completed tender documents are to be enclosed in plain sealed envelopes marked
with Tender name and reference number and deposited in the TenderKaichb
Regional Officeor to beaddressed to

THE DEPUTY DIRECTOR (ROAD ASSET MANAGEMENT )
KENYA RURAL ROADS AUTHORITY ,

KERICHO REGION

P.O BOX 1483

KERICHO

On or before the date and time indicated in the Tender Notice.

1.6 Tenders will be opened immediately thereafter in the presdrtbebidders ottheir
representatives who choose to attenideaicho Regional Office.
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1.2

INSTRUCTIONS TO TENDERERS

General

The Employer as defined in the Appendix to Conditions of Contract invites tenders
for Works Contract as desbdd in the tender documents. The successful Tenderer
will be expected to complete the Works by the Intended Completion Date specified in
the said Appendix.

TenderergMUST include the following informationrad documents with their tenders
unless statedthewise failure to which the Tenderer shall be disqualified:

1. Certified copy of Certificate of Incorporation
2. PIN andVAT Registration Certificate
3. Copy ofValid TaxComplianceCer t i fi cate verifiable at
4. Certified copy of recent CR12 form generdtéhrough the systerwithin a
period of12 months before opening date.
5. Valid Practising Licence fronNational Construction AuthorityNCA 8 and

above)for Road WorksThis must bevalid at the date of tender submission.

6. Certified copy of a valid certificat of registration in a target group issued by
National Treasuryor the respective County Treasury in the relevant category
(Youth, Women and PWD)

7. Proof of Experience in works of a similar nature and size for each of the last
Two years(Does not apply to Youth, Women and PWD Tender}

8. Proof of najor items of construction equipment owredeased

9. CVOs and copies of off keg bite fmamagemantoand c er t
technical personnel proposed for the Contract;

10. Audited accourt for the lasttwo years al the pages must biaitialised and
stamped by both a practising Auditor registered WE€RPAK and one of the
Directors(Does not apply to Youth, Women and PWD Tenders)

11.Bank statements for the last six months. The statements mustibieccby the
issuirg bank on all page¢Does not apply to Youth, Women and PWD
Tenders)

12. A Commitment letter from the bidder showing that they will be able to perform
if awarded the contradfApplicable to Youth, Women and PWD Tenders
Only)

13. Authority to seek reference froméh T e n d e r edatédsnot lealierkharr 6s
months prior to the date of tender submission.

14. Litigation History.

15.Bidders shall sequentially serialise all pages for each tender document
submitted.

16.Bidders must be prequalified in Kericho Region for the rhewcategory of
works ((Does not apply to Youth, Women and PWD Tenders)

17.Must provide Identification Cards (I.Dg)r National passports for the Directors
(Youth, Women and PWD)

18.Duly filled, Stamped & Signeddfm of Bid

19.Duly filled & Stamped Confidential Bsiness Questionnaire

20.Duly filled, stamped, signed Power of Attorney form and an attachment from a
commissioner of oaths.

21.Dully filled Tender Securing Declaration Form

22. A copy of Pretender site visit certificate
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2.1

2.2

2.3

2.4

2.5

1.3

1.4

15

1.6

1.7

1.8

1.9

23. Provide a brief work methodology
24. Fraud & Coruption form filled and Signed by the tender and commissioner of oaths
25. Environmental Social Commitment form filled and signed
26. All BOQ pages should be duliylled, SignedandStamped
NOTE

1. Certification of documents shall be original andaxted by a Comissioner for
Oaths

2. No bidder shall be awarded more than one tender as advertised in this notice.

3. Tenders shall remain valid for a periodl@0 daysfrom the date of
submission.

The Tenderer shall bear all costs associated with the ptiepagend submisen of
his tender, and the Employer will in no case be responsible or liable for those costs.

The Tendereshall fill all the Tender forms provided in the Tender document

The Tenderer, at the Tender errdgedtoovisih r esp
and examine the Site of the Works and its surroundings, and obtain all information

that may be necessary for preparing the tender and entering into a contract for
construction of the Works. The costs of visiting the Site shall be at theeTreradr 6 s

own expese.

The procurement entityods employees, C Ommi
relative (spouse and children) are not eligible to participate in the tender.

The price to be charged for the tender document shall not ekssd1,000=

The procuring etity shall allow the tenderer to review the tender document free of
charge before purchase.

The estimated budgéir theseworksis Kshs 4,528640.00 (Kenya Shillings Four-
Million, Five -Hundred and Twenty-Eight Thousand, Six-Hundred and Forty
Only)

Tender Securing Declaration

The bidder is not required to submit a bid security but shall furnish, as partlot hes
Tender Securing Declaration

The tender securing declaration shall be in the format shown in the apperadiirm of

bid. Any bidder who fails to adhere to the terms of the tender securing declaration shall
be liable to debarment pursuant to section 115 of the public procurement and asset
disposal act 2015 and regulations of 2008.

Any bid not accompanied bya@mpleted andigned tender securing declaration will be
rejected by the employer as n@sponsive.

The tender securing declaration shall expire;

(A) If a bidder is unsuccessful,

(B) On receipt of notification of award

(C) 28 days after the expiratiof the tender vadlity period

The tender securing declaration of the successful bidder will be discharged upon the
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2.6

4.1

4.2

4.3

4.4

bidder signing the contract agreement and furnishing the required performance security
where applicable.
A bidder will automatically be suspded from beingligible for bidding in any
Contractwith the authority for a period of 5 years starting from the date of expiration of
tender validity period, if a bidder is in breach of his/her obligation(s) under the bid
conditions, because:
a) The bidderhas withdrawn & bid during the period of bid validity specified in the
bidding data sheet or
b) The bidder does not accept correction of errors, pursuant ‘claude
29.1(f) or
c) Inthe case of a successful bidder, the bidder fails within the specifietriinto:
(i) Sign the contract agreement or
(i) Furnish the necessary performance security where applicable

Pre-Bid Site Visit

The bidderdés designated repr es dendemitei v e
visit, which will take place as spei@fl in the Tendenotice. The purpose of the
meeting will be tofamiliarise with the site of works;larify issues and to answer
guestions on any matter that may be raised at that stage.

Tender Documents

The complete set of tender documents comptise documentssted here below and

any addenda issued
a) These instructions to Tenderers
b) Form of Tender
c) Conditions of Contract and Appendixform of Agreement
d) Specifications
e) Drawings
f)  Bills of Quantities
g) Other materials required to be fillemhd submittedin accordance
with these Instructions and Conditions

The Tenderer shall examine all instructions, forms and specifications in the tender
documents. Failure to furnish all information required by the tender documents may
result in regction of his tader.

A prospective Tenderer making inquiries of the tendering documents may notify the
Employer in writing or by cable, telex or facsimile at the address indicated in the letter of
invitation to tender. The Employer will respond toyaequest for @rification received

earlier than seven [7] days prior to the deadline for submission of tenders. Copies of the
Empl oyerds response wil|l be forwarded to
including a description of the inquiry, bwithout identfying its source.

Before the deadline for submission of tenders, the Employer may modify the tendering
documents by issuing addenda. Any addendum thus issued shall be part of the tendering
documents and shall be communicated in writm@ll Tenderes. Prospective Tenderers

shall acknowledge receipt of each addendum in writing to the Employer.
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4.5

5.1

5.2

5.3

5.4

5.5
5.6

5.7

5.8

5.9

5.10

To give prospective Tenderers reasonable time in which to take an addendum into
account in preparing their tenders, the Employer shalhdxtes necessarthe deadline
for submission of tenders

Preparation of Tenders

All documents relating to the tender and any correspondence shall be in English
Language.

The tender submitted by the Tenderer shall comprise the following:
a) The Tender;
b) Tencer Security;
c) Priced Bill of Quantitiefor lumpsum Contracts
d) Any other materials required to be completed and submitted by Tenderers.

The Tenderer shall fill in rates and prices for all items of the Works described in the
Bill of Quantities. Itens for which no ate or price is entered by the Tenderer will not

be paid for when executed and shall be deemed covered by the other rates and prices
in the Bill of Quantities. All duties, taxes and other levies payable by the Contractor
under the Contracgs of 30 daysnmor to the deadline for submission of tenders, shall

be included in the tender price submitted by the Tenderer.

The rates and prices quoted by the Tenderer shall not be subject to any adjustment
during the performance of the Contract.

Theunit rates andnices shall be in Kenya Shillings.

Tenders shall remain valid for a period@he Twenty (120 daysfrom the date of
submission. However in exceptional circumstances, the Employer may request that
the Tenderers extend the period of validity a specifiedadditional period. The

request and the Tenderersd responses shal

The Tenderer shall prepaaad submitl (one) original of the documents comprising
the tender documents as described in these Instructions to Tenderers.

The original shihbe typed or written in indelible ink and shall be signed by a person
or persons dulyuthorizedto sign on behalf of the Tenderer. All pages of the tender
where alterations or additions have been made shall be initialed by the person or
persons signinthe tender.

Clarification of tenders shall be requested by the tenderer to be received by the
procuring entity not later than 7 days prior to the deadline for submission of tenders.

The procuring entity shall reply to any clarifications gotuby the tender within 7
days of receiving the request to enable the tenderer to make timely submission of its
tender.

Submission of Tenders

6.1 The tender duly filled and sealed in an envelope shall;

(@) be addressed to




6.2

6.3

6.4

6.5

6.6

7.1

7.2

7.3

7.4

(i)

(i)

The Deputy Director, Road Asset Management,
Kenya Rural Roads Authority

Kericho Region

P.O Box 1483

KERICHO

(b) bear the name and identification number of the Contract as defined in the
invitation to tender; and

Tenders shall be delivered to the Employer at thdrem$ specifiedbove not later
thanthe date specified on the tender notice.

The tenderer shall not submit any alternative offers unless they are specifically
required in the tender documents.

Only one tender may be submitted by each tenderer. Anyrendéo fails to
comply with this requirement will be disqualified.

Any tender received after the deadline for opening tenders will be returned to the
tenderer uropened.

The Employer may extend the deadline for submission of tenders by issuing an
addendumin which case larights and obligations of the Employer and the Tenderers
previously subject to the original deadline will then be subject to the new deadline.

Tender Opening and Evaluation

The tenders wild.l be opened resentatvesewhopr es er
choose to attend at the time and in the place specified in the invitation to tender.

The Tenderersd names, the total amount of
be considered appropriate, will be announced at the opening binipoyer.

Minutes d the tender opening, including the information disclosed to those present

will also be prepared by the Employer.

Information relating to the examination, clarification, evaluation and comparison of
tenders and recommendations for the awdrthe Contracshall not be disclosed to
Tenderers or any other persons not officially concerned with such process until the
award to the successful Tenderer has been announced. Any effort by a Temderer

influencet he Empl oyer 6s offtdndexs ioradwa decigionsontag s s i n g
result in the rejection of his tender.

Tenders determined to be substantially responsive will be checked for
any arithmetic errors. Errors will be corrected as follows:

Where there is a discrepancy between the amountgunef and in wals, the
amount in words as indicated in the Form of Bid will govern;

Where there is a discrepancy between the unit rate and the line item total resulting
from multiplying the unit rate by the quantity, the line item total will govern and
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7.5

7.6

8.1

8.2

8.3

8.4

8.5

the unit rate wilbe adjusted accordingly in such a way that the BID Sum remains
unaltered.

(i)  Any error by the Bidder in pricing or extending the Bills of Quantities or carrying
forward to the summary or BID Sum, shall be corrected in such a way that the
BID Sum remains uri@red.

The Bidder shall within seven (7) days after issuance of the written notice by the
Employer, or such further time as the Employer may allow, correct his BID in such a
manner as may be agreed or directed by the Employer failing wiecBID may be
absolutely rejected.

To assist in the examination, evaluation, and comparison of tenders, the Employer at
his discretion, may request [in writing] any Tenderer for clarification of the tender,
including breakdowns of unit rates. The redukes clarificaion and the response
shall be in writing or by cable, telex or facsimile but no change in the tender price or
substance of the tender shall be sought, offered or permitted

The Tenderer shall not influence the Employer on any matter rekatings tender

from the time of the tender opening to the time the Contract is awarded. Any effort by
the Tenderer to influence the Employer or his employees in his decision on tender
evaluation, tender comparison or Contract award may result in theioejettthe
tende.

Award of Contract

The award of the Contract will be made to the Tenderer who has offered the lowest
evaluated tender price.

Notwithstanding the provisions of clause 6.1 above, the Employer reserves the right
to accept or reject any terrdend to cancehe tendering process and reject all tenders

at any time prior to the award of Contract without thereby incurring any liability to
the affected Tenderer or Tenderers or any obligation to inform the affected Tenderer
or Tenderers of the grads for the actin.

The Tenderer whose tender has been accepted will be notified of the award prior to
expiration of the teder validity period in writingThis notification (hereinafter and in

al | Contract document s cal | esthte thehsum AL et t
[hereinafter and in all Contract documen:
Employer will pay the Contractor in consideration of the execution, completion, and
maintenance of the Works by the Contractor as prescribed by the Contract. Th
contract shalbe formed on the parties signing the contract. At the same time the

other tenderers shall be informed that their tenders have not been successful.

The Contract Agreement will incorporate all agreements between the Employer and
the successt Tenderer.

The parties to the contract shall have it signed wittdndays from the date of

9



8.6

8.7

9.1

9.2

9.3

notification of contract award unless there is an administrative review request.

The procuring entity may at any time terminate procurement proceedings before
contract award andhall not be liable to any person for the termination.

The procuring entity shall give prompt notice of the termination to the tenderers and
on request give its reasons for termination within lysdaf receiving the request
from any tendeer.

Corrupt and fraudulent practices

The procuring entity requires that the tenderer observes the highest standard of ethics
during the procurement process and execution of the contract. A tenderer shall sign a
declaration that he has not and will notifseolved in corupt and fraudulent

practices.

The procuring entity will reject a tender if it determines that the tenderer
recommended for award has engaged in corrupt and fraudulent practices in competing
for the contract in question.

Further a tendererho is found to Ave indulged in corrupt and fraudulent practices
risks being debarred from participating in public procurement in Kenya.

10



SECTION Il

QUALIFICATION CRITERIA

No.

Subject

Requirement

Bidder

Submission Requirements

1. Eligibility

1.1

Eligibility

Nationality in accordance with confidential
business Questionnaire in the standard fof

Must meet requirement

Refer to Instructions to Tenderers

12

Incorporation &
Registation

Pursuant a sub clausel.2 the following
shall be provided;

- Cetified Copy of Certificate off
Incorporationn Kenya.

- Valid Practising Licence withNational
Construction Authority Category NCA 8
and abovdor Road Works.

- Prequalification with KeRRA in the
relevant Category

Must meet requirement

Not Applicable to Tenders reserved for
Youth, Women and PWD Tenders

Refer tolnstructions to Tenderers

21

History of Non
Performing
Contracts

Non-performance of a contract did not ocq
within the last three (3) years prior to the
deadline for application submission based
all information on fully settled disputes
litigation. A fully settled dispute o
litigation is one that has been resolved
accordance with the Dispute Resoluti
Mechanismunder the resmdive contract,
and where all appeal instances availablg
the applicant have been exhausted.

Must meet requirement.

11




No. Subject Requirement Bidder Submission Requirements
2.2 Pending Litigation | All pending litigation shall in total no
represent more than fifty percent (50%)]
the Appliant's net wortiand s_hall be treate Must meetrequirement. Refer to Instructions to Tenderers
as resolved against the Applicant.
3.1 Financial Submission of auditedccountsfor the last
Performance Two [2] years and authenticated bank
statements forhie last Six (6)nonthsto
demonstrate: Must meet requirement
(a) the current soundness of the applicants Refer to Instrations to Tendars
financial position and its prospective long
term profitability, and
(b) Capacityto have a cash flow amount of
min 20%of tender sum.
3.2 Average Annuall Minimum average annual constructi
Construction turnover of 20% of the tender sumn
Turnover calculated as total certified paymer
received for ~contracts in progress |\ st meerequirement Refe to Instructions to Tenderers
completed, within the lag years.
4.1 General Experience under construction contracts
Construction the role of contractoor subcontractor, for a|
Experience least the lasL Yearprior to the applications Must meet rquirement Referto Instructions to Tenderers
submission deadline
4.2 Specific Participation as a  contractor or
Construction subcontractor, in at lea3iwo (2) contracts
Experience with a value of at leass0% of the Tende

Sum that have been successfully comple
and thatare similar to he proposed works
The similarity shall be based on the physi
size, complexity, methods/technology
other characteristics as described in Scop
Works

Must meet requirement
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No.

Subject

Requirement

Bidder

Submission Requirements

4.3

Work Methodology

Submission of a brief work methodoipg

Should demortsate understanding of the
scope of works and other general
requirements

Refer to Instructions to Tenderers

5. Equipment Holding

51

Minimum  number
of Equipment

The bidder must indicate the minimum t
core plant and equipment cotisied by the
conmpany to benecessary foundertaking the
project together with proof of ownershigy

lease.

Must meet the requirement

Refer to Instructions to Tenderers

6. Current Commitme

nt

6.1

On-going contracts

The total value of current works onetlon
going contacts must not exceed KSh
20,000,000

Must meet requirements

7. Site Staff

1

Site Agent

Foreman

The site staff shall posses minimum lev
set below;

Qualification = Dip. Civil Eng.
General Experience $ Yrs
SpecificExperience 3 Yrs

Qualification =Dip. Civil Eng
General Experience &Yrs
Specific Experience 2 Yrs

Must meet requirements

Refer to Instructions to Tenderers

13




SECTION IV: CONDITIONS OF CONTRACT
PART |: GENERAL CONDITIONS OF CONTRA CT

The Conditios Of Contract Part I General Conditions shall be those forming Part 1 of the
Conditions of Contract for works of Civil engineering construction Fourth Edition 1987, reprinted in
1992 with further amendments, prepared by the Federatiemé&tionale desngenieurs Conseils
(FIDIC)

Copies of the FIDIC Conditions of Contract can be obtained from:

FIDIC Secretariat

P.O. Box 86

CH-1000 Lausanne 12
Switzerland

Telephone: +41 216544411
Fax: +41 21 653 54 32
E-mail: fidic@pobox.com
WWW: http://www.fidic.org
Or

The Association of Consulting Engineers of Kenya
P.O Box 726430200

NAIROBI

The Professional Centre

Parliament Road

NairobiKenya

Tel: 2249085

E-mail:acek@mitsuminet.com
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PART 2: CONDITIONS OF PARTICULAR APPLICATION
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13.
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1.

CONDITIONS OF CONRACT

Definitions

11

In this Contract, except where context otherwise requires, the following
terms shall be interpreted as indicated;

ABills of QuantitiesoO means t heingpaitced al
of thetender[where applicable].

ASchedul e of Rateso means the priced Sch
[where applicable].

AThe Completion Dated means the date of c

Empl oyer 6s Representative.

AT h e C o n tans the dgeemerd entered into by the Employer and the Contractor
as recorded in the Agreement Form and signed by the parties.

AThe Contractoro refers to the person or
Works has been acceptedthg Employer.

AMe Contractords Tendero is the compl ete
Contractor to the Employer.

AThe Contract Priceo is the price stated

1]

Dayso are calendar days; AMont hso are ca
AA Deéef e st anhg Warks not cornpleted in accordance with the Contract.

AThe Defects Liability Certificatebo i s
Representative upon correction of defects by the Contractor.

AThe Defects Li abi hamedyn the dppidia th €onditonsbfh e p e |
Contract and calculated from the Completion Date.

ADrawi ng

0O include calculations and ot hej
Empl oyer 6s

S
0 Representative for the executi
AEmpl oyer o tainar ILacal &eernm@eatnadministration, Universities,

Public Institutions and Corporations and is the party who employs the Contractor to
carry out the Works.

16



AEqui pment o is the Contractords machiner
Site for the gecution of theNorks.

ASitedo means the place or places where t
including workshops where the same is being prepared.

AMaterial so are al/l supplies, i ncluding
incorporation intie Works.

AEmpleo 6s Representativeo is the person aj
the Contractor for the purpose of supervision of the Works.

1

Specificationd means the Specification o

NnStar:t D a & v¢hen thie €ondictbr shaldcantmence execution of the Works.

A A Subcontractoro is a person or corpo
Contractor to carry out a part of the Work in the Contract, which includes Work on
the Site.

ATempor ary wke dekignéd, castrueted,wnstalled, and removed by the
Contractor which are needed for construction or installation of the Works.

A A Variationodo is an instruction given by
the Works.

AThe Wor ks o arae requinea th Canthaetor t6 oonstruct, install, and
turnover to the Employer.

2. Contract Documents

2.1 The following documents shall constitute the Contract documents and shall be
interpreted in the following order of priority;

(1) Agreement,

(2) Letter of Acceptance,
3)Contractords Tender,
(4) Conditions of Contract,

(5) Specifications,

(6) Drawings,

(7) Bills of Quantities

3. Empl oyerds Representativebs Decisions
3.1 Except where otherwise specifically sta

contractual maérs between thEmployer and the Contractor in the role representing
the Employer.
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4, Works, Language and Law of Contract

4.1  The Contractor shall construct and install the Works in accordance with the Contract
documents. The Works may commence on the Bt and shall é carried out in
accordance with the Program submitted by the Contractor, as updated with the
approval of the Empl oyeros Representati v
Completion Date.

4.2  The ruling language of the Contract shall be Endbsiyuage and thlaw governing
the Contract shall be the law of the Republic of Kenya.

5. Safety, Temporary works and Discoveries

5.1 The Contractor shall be responsible for design of temporary works and shall obtain
approval of third parties to the designtleé temporary wrks where required.

5.2  The Contractor shall be responsible for the safety of all activities on the Site.

5.3  Anything of historical or other interest or significant value unexpectedly discovered

on the Site shall be the property of the Employidre Contractor lsall notify the
Empl oyer 6s Representative of such di sco
Representativeds instructions for dealing

6 Work Program and Sub-contracting

6.1

6.2

7 The site

Within seven days after Site possession date, the Contrsigadlr submit tothe
Empl oyer 6s Representative for approval a
arrangements, order and timing for all the activities in the Works.

The Contractor may setontract the Works (but only to a maximum of 25 percent of

the Contact Price) witht he appr oval of the Employer6s
shall not assign the Contract without the approval of the Employer in writing. Sub
contracting shal/l not alter the Contracto

7.1 The Employer shall giveossession of Bparts of the Site to the Contractor.

18



7. 2 The Contractor shal l all ow the Empl oy e
authorised by the Employerdéds Representat
where work in connection with the Goact is being arried out or is intended to be
carried out.

8 Instructions

8.1 The Contractor shal/l carry out all I nst
are in accordance with the Contract.

9 Extension of Completion Date

91 The Empl oyentat@esshaReaend teesCompletion Date if an occurrence
arises which makes it impossible for completion to be achieved by the Intended
Compl etion Date. The Employer6s Represen
much to extend the Completion Date.

9.2 For the purposes othis clause, the following occurrences shall be valid for
consideration;

Delay by:(a)  force
majeure, or

(b) reason of any exceptionally adverse weather conditions, or

(© reason of civil commotion, strike or lockout affecting any of the asad
employed uporthe Works or any of the trades engaged in the preparation,
manufacture or transportation of any of the goods or materials required for the
Works, or

(d) reason of the Employerds Representat.
Conditions, or

(e) reason of the cdractor not having received in due time necessary
instructions, dr awi ngs, details or | e
for which he specifically applied in writing on a date which having regard to
the date for Completion stated imet appendix tohiese Conditions or to any
extension of time then fixed under this clause was neither unreasonably
distant from nor unreasonably close to the date on which it was necessary for
him to receive the same, or

)] delay on the part of artists, tradesn or others egaged by the Employer in
executing work not forming part of this Contract, or
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(g) reason of delay by statutory or other services providers or similar bodies engaged
directly by the Employer, or

(h) reason of opening up for inspection ol afork covered p or of the testing or
any of the Work, materials or goods in accordance with these conditions
unless the inspection or test showed that the Work, materials or goods were
not in accordance with this Contract, or

(i) reason of delay in appting areplacemmnt Empl oyer 6s Represen
() reason of delay caused by the late supply of goods or materials or in executing
Work for which the Employer or his agents are contractually obliged to supply

or to execute as the case may be, or

(k) delay in recaiing possession of or access to the Site.

10 Management Meetings

10.1

10.2

11 Defects

111

11.2

A Contract management meeting shall be held regularly and attended by the
Empl oyer 6s Representative and the Contra
plans for the remaing Work. The Ehnp| oy er 0 s Representative
business of management meetings and provide copies of the record to those attending

the meeting and the Employer. The responsibility of the parties for actions to be taken

shall be decided by the Ml o y e r 6 r#tatie either & the management meeting

or after the management meeting and stated in writing to all who attend the meeting.

Communication between parties shall be effective only when in writing.

The Empl oyer 0s alRmspect heCoomtt ataicweor 18 wor k an
Contractor of any defects that are found. Such inspection shall not affect the
Contractor s responsibilities. The Empl
Contractor to search for a defect and to uncovadt gest any Workthat the

Empl oyerds Representative considers may |
the cost of uncovering and making good shall be borne by the Contractor. However if

there is no defect found, the cost of uncovering and making sjoall be tread as a

variation and added to the Contract Price.

The Employerbés Representative shall gi ve
before the end of the Defects Liability Period, which begins
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at Completion, and is defined in the p&pdix to Formof Agreement

11.3 Every time notice of a defect is given, the Contractor shall correct the notified defect

within the | ength of time specified by t
Contractor has not corrected a defect witthie time specied i n t he Empl c
Representativebs notice, the Employer 6s
the defect corrected by other parties and such cost shall be treated as a variation and

be deducted from the Contract Price.

12 Bills of Quantities

12.1

12.2

The Bills of Quantities shall contain items for the construction, installation, testing
and commissioning of the Work to be done by the Contractor. The Contractor will be
paid for the quantity of the Work done at the rates in the Bills @nfiies for eal

item. Items against which no rate is entered by the Tenderer will not be paid for when
executed and shall be deemed covered by the rates for other items in the Bills of
Quantities.

Where Bills of Quantities do not form part of the Corttrétwe ContracPrice shall be

a lump sum (which shall be deemed to have been based on the rates in the Schedule
of Rates forming part of the tender) and shall be subjectrimessurement after each
stage.

13 Variations

13.1

13.2

13.3

The Contractor shall provide the prh 0 y e r 6 statiie eviphr aegsiatation for
carrying out the variations when request
shall assess the quotation and shall obtain the necessary authority from the Employer
before the variation is ordered.

If the Wak in the variabn corresponds with an item description in the Bill of
Quantities, the rate in the Bill of Quantities shall be used to calculate the value of the
variation. If the nature of the Work in the variation does not correspond with items in
the Bl of Quantities, the quotation by the Contractor shall be in the form of new
rates for the relevant items of Work.

| f the Contractorés quotation i s unreasoa
order the variation and make a change to the Contraa, Rvlich shall b based on

the Employerdés Representativebds own fore
Contractords costs.
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14 Payment Certificates and Final Account

14.1

14.2

14.3

14.4

There shall be no interim payments for these works. Cboetractor shall beagid full
amountof the value of works measured after Inspection and Acceptance of the Works
by the Inspection and Acceptance Committegbject to raneasurement by the

E mp | o Represérdative of the Work before paymemhéie).

Upon deciding that Wokkincluded in garticular stage are complete, the Contractor
shall Ssubmit to the Employerds Represeni
Empl oyer 6s Representative shall check, ac
be paid to the Contractor with21 days of ree i p't of the Contract
.The Employer shall pay the Contractor the amounts so certified within 30 days of the

date of issue of each Interim Certificate.

The Contractor shall supply the filmmpl oyert
account 6the total amount that the Contractor considers payable under the Contract
before the end of the Defects Liability

issue a Defect Liability Certificate and certify any final payment that is dubet
Contractorwi t hin 30 days of receiving the Con:

compl et e. | f It i's not, the Employero6s |
schedule that states the scope of the corrections or additions that are nelfebsary.
final acc o u n't i's still unsatisfactory after

Representative shall decide on the amount payable to the Contractor and issue a Final
Payment Certificate. The Employer shall pay the Contractor the amount dieaerti
within 60 days of the issue of the Final Payment Certificate.

I f the period | aid down for payment to t
Representativebs Certificate by the Empl c
be entitled to claimisple interest alculated prerata on the basis of the number of

days delayed at the
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15.

16.

17.

18.

Insurance

15.1 The Contractor shall be responsible for and shall take out appropriate cover against,
among other risks, personal injury; loss of or damage to the &Varkterials and
plant; and loss of or damage to property.

Liquidated Damages

16.1 The Contractor shall pay liquidated damages to the Employer at the rate 0.001 per cent
of the Contract price per day for each day that the actual Completion Dateris late
than the Inteded Completion Date except in the case of any of the occurrences listed
under clause 9.2. The Employer may deduct liquidated damages from payments due
to the Contractor. Payment of Il iquidated
liabilities.

Completion and Taking Over

17.1 Upon deciding that the Work is compl et
Representative to issue a Certificate of Completion of the Works, upon deciding that
the Work is completed.

The Employer shall t@ over the Siteand the Works within seven days of the
Empl oyerds Representative issuing a Cert.i

Termination

18.1 The Employer or the Contractor may terminate the Contract if the other party causes a
fundamental breach of the Caatt. These furmimental breaches of Contract shall
include, but shall not be limited to, the following;

@ The Contractor fails to commence the works within 30 days after expiry of the
commencement period indicated in the order to commence works.

(b) the Contraar stops Work fo 30 days continuously without reasonable cause

or authority from the Employer6s Repre

(c) the Contractor is declared bankrupt or goes into liquidation other than for a
reconstruction or amalgamation;

(d) a payment certified by the Empley 6 s R eive risenstepaid byt the
Employer to the Contractor within 30 days after the expiry of the payment
periods stated in sub clauses 14.2 and 14.3 hereinabove.
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18.2 If the Contract is terminated, the Contractor shall stop Work immediately,aamdtie
Site assoon as reasonably possible. The E
immediately thereafter arrange for a meeting for the purpose of taking record of the
Works executed and materials, goods, equipment and temporary buildings on Site.

19. Paymert Upon Termination

19.1 The Employer may employ and pay other persons to carry out and complete the
Works and to rectify any defects and may enter upon the Works and use all materials
on Site, plant, equipment and temporary works.

19.2 The Contractor shall, durinpe¢ execution oafter the completion of the Works under
this clause, remove from the Site as and when required within such reasonable time as
the Employerd6s Representative may in writ
machinery, appliances, goods materials belnging to him, and in default thereof ,
the Employer may (without being responsible for any loss or damage) remove and
sell any such property of the Contractor, holding the proceeds less all costs incurred
to the credit of the Contractor.

19.3 Until aftercompletion of the Works under this clause, the Employer shall not be bound by any
other provision of this Contract to make any payment to the Contractor, but upon such
completion as aforesaid and the verification within a reasonable tithe atcounts #refor
the Employerds Representative shall certify
Employer and, if such amount added to the money paid to the Contractor before such
determination exceeds the total amount which would haee payable on ducompletion in
accordance with this Contract, the difference shall be a debt payable to the Employer by the
Contractor; and if the said amount added to the said money be less than the said total amount,
the difference shall be a debt palgaby the Emplogr to the Contractor.

20.  Corrupt Gifts and Payments of Commission
20.1 The Contractor shall not;
(a) Offer or give or agree to give to any person in the service of the Employer any
gifts or consideration of any kind as an inducementewrard for doingor

forbearing to do or for having done or forborne to do any act in relation to the
obtaining or execution of this or any other contract with the Employer or for
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showing or forbearing to show favour or disfavour to any person in relatitmst
or any oher contract with the Employer.

(b)  Any breach of this Condition by the Contractor or by anyone employed by him or
acting on his behalf (whether with or without the knowledge of the Contractor)
shall be an offence under the Laws of i&n

21.  Sdtement of Disputes

21.1 Any dispute arising out of the Contract which cannot be amicably settled
between the parties shall be referred by either party to the arbitration and final
decision of a person to be agreed between the partieeigFagreement to
concur in the appointment of an Arbitrator, the Arbitrator shall be appointed
by the chairman of the Chartered Institute of Arbitrators, Kenya branch, on the
request of the applying party.
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SECTION V: APPENDIX TO FORM OF AGREEMENT

This Appendix to Fom of Agreement forms part of the Agreement.

Item Data

Priority of Documents The documents forming the Contract shall be interpreted in the follow
order of priority:
il the Contract Agreement and Appenthxform of agreement

q the Letterof Acceptance
q the Form of Tender
q the Conditions of Contract, Part-IConditions of Particular
Application
q the Conditions of Contract, Part General Conditions of Contrac
q the Specifications
q the Drawings,
q the Priced Bill of Quantities
Law of Contact Laws of theRepublic of Kenya
Language English
Possession of Site On receipt of Formal Letter from the Engineer.
Name and Address of Employer Director General

Kenya Rural Roads Authority
P.O. Box 48159001

NAIROBI

Name and Address of thengineer Deputy DOrector, Road Asset ManagemgKericho Region
Kenya Rural Roads Authority

P. O. Box1483

KERICHO

Name and Address Constituency Roads Officer
Representative Kericho Region

Requirements of Contractors Design | Not applicable

Programme

E Time of Submission At submission of Letter of Acceptance

E Form of Programme Bar Chart

E Interval Updates As requested by theéngineer

Liquidated Damages 0.01% of Contract Price per Day to a limiti® of ContracPrice.
Amount payable due to failure to

complete
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Item

Data

Defects LiabilityPeriod

Not Applicable

Period of notifying defects

Not Applicable

Percentage of Retention

Not Applicable

Maximum Amount of Advance Paymer

Not Applicable

Valuation of Works

Re-measurements with Bills of Qntities

Minimum Amount of Interim Payment

Not Applicable

Currency of Payment

Kenya Shilling

Rate of Interest

Simple Interest at a rate of 2% above mean Base Lending Rate as is
by the Central Bank of Kenya.

Arbitration
E Rules
E Appointing Authority

Me

Place of Arbitraton

CAP 49 of the Laws of Kenya
Chairman Chartered Institute of Arbitrators, Kenya Branch.
Kenya Rural Roads Authority, Headquarters
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FORM OF TENDER

TO: [Name of Employer) [Date]

[Name of Contract]

Dear Sir,

1. In accordance with the Conditions of Contract, Specifications, Drawings and Bills of Quaftitithe
executon of the above Works, We, the undersigned offer to construct, install and complete such Works

and remedy any defects therein for the sum of Kshs. [Amount in

figures]Kenya

Shillings

[Amount in words]

2. We undertake, if our Tender is accepted, to commence the Works on the commencement date and to
complete the whole of the Works comprised in the Contract within the tatexisn the Appndix.

4. We agree to abide by this Tender until [Insert date], and
it shall remain binding upon us and may be accepted at any time before that
date.

4, Unless and until a formal Agreement is prepared and executed thgefmeogether vth your written

acceptance thereof, shall constitute a binding Contract between us.
5. We understand that you are not bound to accept the lowest or any Tender you may receive.

Dated this day of 20

Signature in the capacity of

Duly authorized to sign Tenders for and on behalf of

[Nameof Tenderey

of [Address of Tenderer]
Witness: Name

Address

Signature

Date
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APPENDIX TO FORM OF TENDER
(This Appendix forms part of the Tender)

CONDITIONS OF CONTRACT

AMOUNT

Tender Security

Not Applicable

Tender Securing Declaration Form

As specified in the Instruction to Tenderers

Amount of Performance Security(Unconditional
Bank Guarantee) FOR UPGRADING WORKS

Not applicable

Amount of Performance Security(Unconditional
Bank Guarantee) FOR PERFORMANCE BASE
MAINTENANCE WORKS

Not applicable

Program to be submitted

At submission of Letter of Acceptance

Period for
order to commence

commencem

As specified irntheorder to commence

Time for completion

3 Months

Defects Liability Period

Not Applicable

Time within which payment to be made after
Interim Payment Certificate signed by Engine

Not Applicable

Time within which payment to be maditea 30 days
Final Paymat Cetificate signed by Engineer
Amount of Advance Nil

Advance Payment Security

Not Applicable

Appointer of Arbitrator/Adjudicator

The Chartered Institute of Arbitrators (Kenya)

Notice to Employerd Engineer

TheEmploy er 6 s address i s:
Director General,

Kenya Rural Roads Authority

Blue Shield Towers,®Floor

P.O. Box 4815100100,NAIROBI

The Engineerds address
Deputy Director, Road Asset Management
Kenya Rural Roads Authority

Kericho Regbn

P.O. Box1433, KERICHO

s 7z

Signéééeé

éééééébDat edéda.

D
(9]

D
D
D

éday of

30
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D

D
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TENDER -SECURING DECLARATION FORM

[The Bidder shall complete in this Form in accordance with the instructions indicated]
Date: éeéeeéeéeéeééé&éeel[insert dathandyearsoBidSulgmissiano
Tender No. ¢€ééeéeéeééeéééééeeceeeée. .é. .[insert nut

To: [eéeéeeeeeeceecéeceéeéeéeéeéeée. .insert com
Procuring Entity]

We, the undersigned, declare that:

1) We understand that, according to your cdod#, bids musbe syported by a Bid
Securing Declaration.

2) We accept that we will automatically be suspended from being eligible for bidding in
any contract with the Purchaser for the period of time of 5 years starting on the date of
expiration of tendevalidity period,if we are in breach of our obligation(s) under the bid
conditions, because vie
a) have withdrawn our Bid during the period of bid validity specified by us in the

Bidding Data Sheet; or
b) having been notified of the acceptance of our Bid byPinehaser durgtheperiod
of bid validity,
I.  Fail or refuse to execute the Contract, if required, or
i. Fail or refuse to furnish the Performance Security, in accordance with the
Instruction to tenderers.

3) We understand that this Bid Securing Declarationll skpire if we are rot the
successful Bidder, upon the earlier of
I.  our receipt of a copy of your notification of the name of the successful Bidder; or
ii.  Twentyeight days after the expiration of our Tender.

rrrrrrrrrrrr

Signed: ¢ééééééééééeéeeée. é[insermwhosesnangeramdt ur e of |

capz ity are shown] in the capacity of €ééé
[insert legal capacity of person signing the Bid Securing Declaration]

Name: €Eéééeeééeééceééeéeéeéeéélinsert compl et e
signing the Bid Securing Declaration] Duly aotized to sign he bd for and on behalf of:

céeéeéeéeéeéeceecéeéeéeéeéeéeéeéececcece
[insert complete name of Bidder]

Dated on ééeéeeé. day of eééeée., eeéeeée. [i1

rrrrrrrrrrr
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LETTER OF AWARD

[Letterhead paper of the Emplery

[Date]

To:

[Name of the Contractor]

[Address of the Contractor]
Dear Sir,

This is to notify you that your Tender dated

for the execution of

[name of the Contract and identification number,as given in the Tender documents] for the Contract Price of Kshs.

[amount infeg][Kenya Shilings (amount

in words) ] in accordance with the Instructions to Tenderers is hereby accepted.

You are hereby instructed to proceed with the execution of the said Works in accordance with the Contract

documents

Authorized Sgnatr e éééééééééééééééééééééeeeceeéd

Name and Title of Signatory ééééééeééecéécééecéceécéeée

Attachment :
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FORM OF AGREEMENT

THISAGREEMENT i s made on t he é20gcttvdeath&Kenypa Rwal . 20
Roads Authority, of P.O. BOX 48151- 00100, Nairdoi, Kenyahereinafter called the
AEmployeriof t he oG-fA-€-—-p-af-t--—-aA-G-mmmmmmmmmmms e

, herei naf tCentracor@| loé d tthiee ofi her part.

And has accepted a Bid by the Contractor to execute, complete and maintain sudd@xtks
THIS AGREEMENT WITNESS ETH as follows:

In this agreement words and expressions shall have the same meanings as are respectively
assigned to them in the Conditions of Contract hereinafter referred to.

The following documents shall be deemed to form and beamédonstrued gsartof this
Agreement, viz.:

The said BID dat@eh------------=mmm oo oo
- Conditions of Contract; Parts | and Il
- The Standard and Special Specifications;
- Priced Bill of Quatities;
- Letter d Acceptance;
- Form of Tender
- Drawings;
- Appendix to the Form of Agreement
- Schedule Of Supplementary Information
- Other Documents/Materials/Conditions agreed and documented.

All aforesaid document She&anacthher ei nafter r ef
In considerabn of the payment to be made by tBeployer to theContractor, the Contractor

covenants with the Employer to execute and complete the Works in conformity with the
provisions of the Contract.

The Employer hereby covenants to pay the Gatdr in considetion of the execution,

completion and maintenance of the Works at the Contract Price or such other sum as may
become payable under the Contract at the times and in the manner prescribed by the Contract.
IN WITNESS WHEREOF the parties hete have causedhéir respective common seals to be
hereto affixed (or have hereunto set their respective hands and seals) on the day and year first
above written.
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SIGNED AND DELIVERED

M-
M-
M-
M-
M-
M-
M-
M-
M-

D
D
D

D
D

By the said Employeré é é ¢ ¢ . . . . .
Signature:é € é é é é

D
D
D
D

D

D
D
D

D
D
D

D
D
D
D
D
D
D
D

Region: ééeé

(DEPUTY DIRECTOR, ROAD ASSET MANAGEMEN;TKenya Rural Roads Authority)
(For and on behalf of the said Employer.)

Pr €.S.e.N.C.L..0f B
cééeééeéeecéecté

n the
Signatureéeéééé

By the said CONtractOré € € € € € €.....oouuiiiiiiiiiieiee e
Signat ur eé é é é ¢ é cééecéée é ¢ é
Designation: éééééeéeceecéeéeeéeééeé
(For and on behalf of the said Contractor)
n the pres.ence...af. . € ...
eEéééeéeécécéeceée

Signatur e:

Address: éééééééééééééeééééeééd
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QUALIFICATION INFORMATION

TENDER QUESTIONNAIRE
Please fill in block letters.

1. Full name of Tenderer;

eeeeeeeeeeeceeeeeeceeeeeeceeeeeeeeeeecee

2. Full address of Tender#o which Tendecorespondence is to be sent (unless an agent has been appointed
below);

/////////////////////////////////

eeeeeceeeeceeceeeeececeeeeceececeeeececeeeeeccece

3. Telephone number (s) of Tenderer;

eeeeeeeeeeceeceeeeeceeeeeceeeeeeceeeeecece

4, Facsimile of Tenderer;

eeeeeeeeeeceeceeeeeceeeeeceeeeeeeeeecece

5. Na me of Srepesketativee tode contacted on matters of the Tender during the Tender period;

eeeeeeeeeececeeeeeceeeeceeceeceeeeceeceeeeeeecee

6. Details of Tenderero6s nominated agent (i f any)
telefax);

eeeeeeeeeececeeeeeceeceeeeceeeeeeeeeecece

Signature of Tenderer

Make copy and deliver to: (Name of Employer) ( The Tenderer

shall leave one copy at the time of purchase of #ed€r documents)
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CONFIDENTIAL BUSINESS QUESTIONNAIRE

You are requested to give the particulars indicated in Part 1 and either Part 2 (a) or 2 (b) whichever applies to your
type of business.

You are advised that it is a serious offencgit@ false infomation on this Form.

Part 11 General

Business Name ééééééecéééeccéééecéééeecéééeceé

Location of business premises; Country/ Town
Pl ot Noééeééééeééééeeéeéé Street/ Road éééééeecéééeé

Postal Addresséééeéécécéeéé Tel éNéecéécéeéeéce

NatureofBusihe ss éééééééééééééééééeecécééeeee. . é.

Current Trade Licensee Noéeéeééeéééeé Expiring dateéeééeéé
Maxi mum value of business which you can handl e at an
Name of your Bankerséééeéeécééécééeééeceécééeéee. . é

Branchééééeéeéééééééeé

(1)
1’}
1’}
D
D
(0]
D
(0]
(¢}
D
(¢}
(¢}
D
D

Part 2 (b) T Partnership

Give details of partners as follows:

Name in full Nationality — Citizenship Details Shares
1éééééééééééééééééeéééeéééééeeééeeééee
286¢é¢éééééééééééééeéeeéeeeeeceeeeecd
B I R R R R R R N R Y N N N N N N N N N

Part 2(c)i Registered Company:

7z

Private or publicééeéeééé

-
D
D
-
D
D
-
D
D
-
-
-
-
-
-

State the nominal and issued capital of the Company

Nomi nal Kshséééééééeeeeeecééeéeéeeeeeeee. ... .....eé
| ssued Kshsééééeeécéééeéeéeeeeeeeéeeeeeeceé é
Give dedils of all direstorsas follows:

Name in full. Nationality. Citizenship Details*. Shares.

1. éééééceééécécéééeéececéeeecececeeeeeeeeceececee. ¢ é

2. ééééééedééeéececececeeeeeececeeeeceecceece. ¢ é
3.é¢éé¢ééeececéééééececececéeééeeeececeeceeeee é

4, ééeeecé@éeeecccéééeéeeeeceecceeeeeeeccé é

36



Part 2(d) T Interest in the Firm:

I s there any person /| persons in ééééé é€éé (Name of

,,,,,,,,,

has interest in this firm? Yes/ Noéeééeéééeééée (Delete a
| certify that the information given above is cofrec

6éééeecéceée ééeeéeéeeeé ééééeéeeée. .. ..
(Title) (Signature) (Date)

* Attach proof of citizenship
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CERTI FI CATE OF TENDEREROGS VI .

This is to certify that

[ Name/ s] éééééééééeéece&edéécéécééeeéeeéeceeéeceeeceed

éééééééeececeééééceeeecececeéeeeeecececeeeeeeeceececeeeeecece

Being the authorized representative/Agent of [Name of Tenderer]
Eeéééecéééecéééeceééecceééecceééececééecceééceccecee
Eeéééecéééccéééeccééeeccééececeéeecéeééeccéééeecte. ée

Participatedn the orgaized inspectiowisit of the site of the works for tHgarticipated in the organised

s s 7

inspection visit of the site of thewoék. ¢ é e é é e ééééeéééeééeceé.

o
o
o
o
o8
o8
o8
o}
o
o
o8
o}
o}
o}
o}
o8
o8
o8
o
o
o
o8
o}
o}
o}
o}
o8
o8
o8
o
o
o
o8
o}
o}
o}
o}
o8
o8
o8
o

0N
(0]
0N
(0]
(0]
[0}
(0]
(]
N
N
N
N
N
N
N
N
0N
N
(0]
N
D
(0]
(0]
D
(0]
(0]
(0]
(0]
[0}
(0]
[0}
[0}
(0]

NOTE: This form is to be completed when the site visit is made
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FORM OF WRITTEN POWER -OF-ATTORNEY

The Tenearer consistingf ajoint venture shall state here below the name and address of his representative who is
authorised to receive on his behalf correspondence in connection with the Tender.
6éééeéeeccéeeccéeeecéeeeeececee

(Name of Tendererdilslett@@presentative in bl

,,,,,,,,,,,,,,,,,,,,,,,,

6ééééééééééééééeeeeceecsd
(Address of Tendererodés Representative)

eeeeeeeeeeeceeeeeceeeeececece

(Signature of Tendererbd6s Representative)
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KEY PERSONNEL

DESIGNATION NAME NATIONALITY SUMMARY OF
QUALIFICATIONS AND
EXPERIENCE

SITE AGENT

FOREMAN

| certify that the above information is correct.

eéeééééeéecé ééeééééeée eééééé. .
(Title) (Signature) (Date)
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SCHEDULE OF THE PROPOSED APPROPRIATE
EQUIPMENT.

Mandatory minimum number of equipment required by the Employer for the execution of the project
that the bidder must make available for the Contract

Item Equipment Details Minimum No of No. of
No. Number Equipment equipment
Required Owned by the | to be hired
Bidder
1 Pedestrian Roller Man walk behind Optional
2 Double drum vibrating pedestrian Optional
roller(3Tons)
3 Self-propelled single drum vibrating 1
(10Tons)
4 Mobile concrete mixes 1
5 Excavator/loader 1
6 Concrete vibrators 1
7 Tippers payload 7 10 tonnes 1
8 Flat bed lorries Optional
9 Water tankers (10,000 litres capacit 1
10 Grader 1

The Bddermust attach certified copies of log books or lease agreement of the following

| certify that the above information is correct.

eeeeéeéece eeéééeéeee eeéééee. .
(Title) (Signature) (Date)
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SCHEDULE OF COMPLETED SIMILAR WORKS

CARRIED OUT IN THE PREVIOUS YEARS

DESCRIPTION OF WORKS AND CLIENT

TOTAL VALUE
OF WORKS
(KSHS)

CONTRACT
PERIOD
(YEARS)

YEAR
COMPLETED

| certify that the above Civil Works were successfully carried ndta@mpleted bpurséves.

,,,,,,,,,,

eéeéééeeéé
(Title) (Signature)

,,,,,,,,,,

eeeeeeeeee

//////

eeeeee

(Date)
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SCHEDULE OF ONGOING PROJECTS

DESCRIPTION OF WORK | CONTRACT DATE OF DATE OF TOTAL %
AND CLIENT PERIOD COMMEN- COMPLETION | VALUE OF | COMPLETED
CEMENT WORKS TODATE
(KSHS.)

| certify that the above Civil Works are being carried out by ourselves and that the above information is correct.

eéeéééée eéeéééée eéeééééeée
(Title) (Signature) (Date)
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OTHER SUPPLEMENTARY INFORMATION

1. Financi al reports for the | ast three years,
reports etc. List them below and attach copies.
eeéééeecéééccééececééeceééece
€éécéecééecécééeéécécéeééeeécéce
céeéécéecééeéécéeéécéecéécéceée
2. Evidence of access to financial resources to meet the qualification requirements. Cash in hand,
lines of credit etc. List below and attach copies of supporting documents
eeéééeecéééccééececééeceééece
eeéééeecéééececééeececééeceéceccecté
eééeéeéeécéeéeéecéeéeééeceée
3. Na me, address telephone, tel ex, fax number
reference if contacted by the Employer.
eééeéeééceéeéeééeéeéeéeéeéecée
eééeéeééceéeéeééeéeéeéeéeéecée
eééeéeééecéeéeééeéeéeéeéeéecée
4, Information on ctrentlitigation in which the Tenderer is involved.

OTHER PARTY (IES)

CAUSE OF DISPUTE

AMOUNT
INVOLVED (KSHS)

| certify that the above information is correct.

cééééééé
Title

7z

eéécéeéece
Signature
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ADJUDI CAJABGREEMENT

Identification of Project:

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Whereast he Empl oyer and the Contractor have enter
execution of thé’roject and wils to appoint the Adjudicator to act as adjudicator in accordance with
the Rules for Adjudication [fAthe Ruleso].

The Employer, Contractor and Adjudicator agree as follows:
1. The Rules and dispute provisions of the Contract shall form pHriscAgreement

2. The Adjudicator shall be paid:

A retainer fee of ééééééecececééeéeéeeece. . . eééeé
month(where applicable)

A daily fee of éééééeéééeécééeééeée. . é

Expenses (including the cost of telephone calls, courier charges, faxes anditelexes in
comectin with his duties; all reasonable and necessary travel expenses, hotel accommodation
and subsistence and other direct travel expenses).

Receipts will be required for all expenses.
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The Adjudicator agrees to act as Adjudicator inoadance with thé&Rules and has disclosed to
the Parties any previous or existing relationship with the Parties or others concerned with the

Project.

This Agreement shalll be governed by the | aws

The Language of this Ageééemeaéésdhall be ééééé

SIGNEDBY éééééeéécééééé. ée6eeéééééeé

For and on behalf of the Employer in the presence of

o
o
o
o
o
o
o
o
o
o
o8
o
o
o
o
o
o
o
o
o
o
o
o

Witness
Name
Address
Date

D D D
D D D
[N ONEON
D D D
D D D
(OO ON
D D D
D D D
D D D
D Dy Dy
M Dy Dy
D D D
D Dy D
[0 ONEON
D Dy D
[ONONEON
(O ONEON
[N ONEON
[ONNONEON
[N ONEON
D D D
[ONNONEON
(O ONEON

SIGNEDBY é ééééééeecéééé. éeeeéeeééeeé

For and on behalf of the Contractor in the presence of

[N
[N
-
[N
[N
-
[N
[N
[N
[N
D
-
-
D
-
D
)
-
8
8
-
-
-

Witness
Name
Address
Date

@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D
@D D D

SIGNEDBY é ééé¢éééééééé. ééeécéééeéeeeé

For and orbehalf of the Aljudicator in the presence of

Witness é éééeéééééeéeéééeeeeeecee
Name ééééééééééééééééééééééé
Address éééeééeeéeéeéeééééeeeeececee
Date L T = I = = I = D -
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FRAUD & CORRUPTION

1 If the Employer determines that the i@@ctor has eragedin corrupt, fraudulent, collusive, coercive or
obstructive practices, in competing for or in executing the Contract, then the Employer may, after giving 14
days notice to the Contractor, terminate the Contractor's employment und@zmtnact and e>gl him from

the Site.

2 Should any employee of the Contractor be determined to have engaged in corrupt, fraudulent, collusive,

coercive, or obstructive practice during the execution of the Works, then that employee shall be removed.
3 Forthe purposes dhis Sub-Clause:

() Aicorrupt practiceodo is the offering, giving, recei
to influence improperly the actions of another party;

i) aAfraudul ent practi ce o0 ngamiseprgseaton that knowinglyrar iecklessiyn |, i n
misleads, or attempts to mislead, a party to obtain a financial or other benefit or to avoid an obligation;

(i) Acollusive practiced is an arrangement bearween

purpose, inluding to influence improperly the actions of another party;

(v AiCoercive practiceo is impairing or harming, or

party or the property of the party to influence improperly the actbasparty.
4 TheContractor declares that:

a) They did not engage in any action to influence the Project implementation process to the detriment of
the Employer, in particular no collusive practice took place nor will take place, and

The bidding proceedgs, contract awa, and execution have not and will not be subject to any corrupt

practice as defined in the United Nations Convention to combat corruption dated 31 October 2003.
Dated this day of 20

Signature in the capacity of

duly authorized to sign Tenders for and on behalf of
[Name of Tenderer] of

[Address of Tenderer]

[Seal or Stap of Tenderer]
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ENVIRONMENTAL AND SOCIAL COMMITMENT

| have taken due note of the importance to comply with environmental and social standards and

regulations.

I, the undersigned, [éééé.] acdimfg [a&séddé. [dul vy

Withr espect to the submission of a bid for [ ééé]
[éeééée.], | wundertake to comply, and ensure that
international environmental and labour standards ciamgisvith appli@blelaw and regulations in the

country of implementation of the Project, including the fundamental conventions of the International
Labour Organisation (ILO) and international environmental treaties

In addition, | also undertake to ad@sty environmentaandsocial risk mitigation measures as defined

in the environmental and social management plan or the notice of environmental and social impact

issued by the Employer.

Dated this day of 20

Signature in the capacity of

duly authorized to sign Tenders for and on behalf of

[Name of Tenderer] of

[Address of Tenderer]

[$# or Stamp of Tenderer]
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FORM RB 1
REPUBLIC OF KENYA

PUBLIC PROCUREMENT ADMINISTRATIVE
REVIEW BOARD

APPLI CATI ON NOééééée. OFééé. é.20é¢é. .

/////////////////

éeéeéecéeééeéeeéeéeeée. APPLI CANT

AND

Requat for review ofthedeci si on of Name éféhé écurihg Entlty o f eéééeédated
theéday of éééé.20é¢éé.in the matter of Tender Noééée.

REQUEST FOR REVIEW
| / Weéééeééeéééeéé,the above named Applicant(s),x of a
NoéeéTel . Bk éecéceéé, hereby request the Public Procur
review the whole/part of the above mentioned decision on the following grounds , ramely:

1.

2.

etc.

By this memorandum, the Applicant requests the Bé@rdn order/ordrs hat:-
1.

2.

etc

SI GNED ééééeéé. (Applicant)

,,,,,,,,,,

Dated onééééé.day of éééeéél/ é20¢é
FOR OFFICIAL USE ONLY

Lodged wi t h t he Secretary Publ ic Procur ement Ad mi
eeé....20é. e¢eé
SIGNED

Board Secretary
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DECLARATION FORM

Date
To

The tenderer i.e. (Name and address)

declare the following:

a) Has not been debarred from patrticipating in public procurement.

b) Has not been involved in and will not be involved in corrupt aaddulent
practies rgarding public procurement.

Title Signature Date

(To be signed by authorized representative and officially stamped)
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SECTION VII: SPECIFICATIONS, DRAWINGS AND BILLS OF
QUANTITIES
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ROUTINE MAINTENANCE - SPECIFICATIONS
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CONTENTS:

SPECIFICATIONS FOR ROUTINE MAINTENANCE

WORKSééeéeeéeéeéeéeté A-3

STANDARD SPECI FI CATI ONeéeéeéeecéecéecéeéeéeécecec:
A-3

SECTION 01 PREHMINARY AND GENERALI TEMS é é éééééééé A4
01-400 0 1 Mobilisation, Est abdd i shn
0140002 Cl earance on Compl etionéééeeééecéeédalééecé
01-400 0 6 Traffic Control ééeéééécéece
A-4

01-400 0 7 Drinking Watereéeéeeerpéééé

SECTIONO4ROADS|I DE CLEARANCEéééecééecééecééecéhebetéce

0450002 Grass Cutting (Manual ) ééeéééééececerbeéeéeé

0450003 BushClearingHe avy ééeéééeeééeé €eééeééeeéeéAb
04-50-004 BushClearinggLi ght éééééécééecéééééeéeéeée.

A-6

0450008 Cl earing of Obstructionséééééceceddbeécéé
04500 0 5 Pruning Tree Branchesééé
A-6

SECTIONOSEART HWORKSéééeééeéééécéecéecéecé A-7

""""""""""""""""

0570001 Grassing éééeceeceeceeeéééecececececececéér.
SECTIONOBCUL VERT AND DRAI NAGE WORKSééééee.A&eééeéc¢
0850002 Ditch Cleaning (Manual)éeééeéééééeéed8eeceté
08-60-001/2/3/4/5Culvert Cleaning (Partially blockegl)é é € ¢ é é € € é € é é A-9
0860001 300 mMm di aéééeeééeceéeecééeeéecééeedd
0860002 450 mm di aéeéeééeéeéecéeéecéeééeeéeée A9é.
0860003 6 00 mMm di aéééeééeceééeeééeeéeeééece A9e.
0860004 900 mm di aéeéeééeéeéecéecéecéeéceeéeée A9é.
0860005 1200 mm di aééeé&aee&eacééeceéee. . A-9
08-60-006/7/8/9/10Desi I ting Culverts/ Structur esA-I0nl et
0860006 300 mm di

0860007 450 mm di

0860008 6 00 mm di

0860009 900 mm di aéeéééeééeéeéeéeéeéeéeéeéeceéeAhll

//////////////////////

0860010 1200mMmm di aééééééeéeéeééceeéeceeeeéeeeeéada

//////////////////////

087000 1 Headwal | Repair Mafsldnryé
08-70-002 HeadwallRepaiConcr et eééééééeéee. . éééérKeéce.
08-70-008 Scour Check Repairma s onry €éééeéééeééééééhéled.

0870009 ScourCheckRepaiwoodenééeééééééééééeéeéeéeée A-ll
0870010 ScourCheckRepairc oncr et eéééeeeeéeeeéeééécececeAall
0870011 Stone Pitching Repairéééééééécecerplaeéecéesé

"""""""

08-80-004 DriftMaintenancedesi | ti ngééeeeeéeeéeééeécececeerle
0880005 DriftRepairssConcreteéééeéééééééééeeéééérels
SECTION1I0OCARRI AGEWAY REPAI R WORKSééeéeéeéeddg eéeé
1050006 Li ght Manual Reshaping (Pothol ed®&A;13 Rut s
10-50-009 Light ManualRe s hapi ng (Grub edge and AR#shap

SECTI ON 11: SHOULDER MAI NTENANCE AN
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A-16

11500 0 1 Shoul der Gradingeéeeeeéececeé
A-16

SECTION 15PAVEDCARRIAGEWAY MAI NTENANCEé¢éééé éerlgé.
1550-001 Pothole Patchingh ot mi x ééééééééeéeééeeééeéééAly
1550002 Pothole Patchingc ol d mi xéééééééééeeeeéééhlr

///////////////

15500004 Road Edge Repairséééecéeééeecééecéeéeecéertgeécec

1560001 SpotSealind ( Fi ne Créaécékésé)eéecee. eeeeéeéeé. . A-18
1560002 Cr ack Sealingéeéeéeéceeéeéeéeéeéehtoe.
1580001/ 005 Base Repairséééécececeeeeecéé
A-19

SECTION17BRI DGE MAI NTENANCEéééééeéecéecécéecdaeeécé.
17-50-001 Cleaningand@ar i ng Dec&ééééécééeceéeé. A-22

,,,,,,,,,,

20-50-003 GuardrailRea i r é éé e éeéecécéecééeéeéeéeecée.

A-24

2050004 Mar ker Posts Replacement ééééécécéeérpiéeéeécé.
2050006 Si gn Cl eaning and RepairingééécécechBlceeé
SECTION25HI V/ Al DS AWARENESS AND PREVENTI @5 CAMF
25-50-001 HIV/AIDS AwarenessCampgin € € é é é é ééééeeeéeé. . A-25

/////////

2550002 Ai ds Prevention Campaignéééeéécecéérnrthéécece
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SPECIFICATIONS FOR ROUTINE MAINTENANCE WORKS

Standard Specification

Whenever reference |
synonymous with AEmMp
of Contract.

s maificaiont itdhalfbd dorestrudntagbe n e e r «
| oyer6s duly authorised
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SECTIONO1 PRELIMINARY AND GENERAL ITEMS
Scope:

This section refers to those items that are needin atart and ehoftheWorks or are
provisional items applicable for the duration of the Works.

01-40- 001: Mobilisation and Establishment of Site

The Contractor shall provide all equipment, tools, material and temporary stores required to
carry out tke requiredNVorks

The Contractor shall ensure that all possible means of protection are given to the staff at all
times. Such protection shall include provision of high visibility clothing or vests for the
workforce, in potentially dangerous locationfieTContractor sdil aso maintain first aid kits

with items included on the advice of the local Medical Officer, or as directed by the Engineer.
Measurement and Payment

No separate payment shall be made for this item. The Contractor shall includstshie toe
otherrates for other measured items.

01-40-002 Clearance on Completion

On Completion of the Works, all temporary stores, equipment, signs and tools shall be removed
from the site, and the Site left in good order to thisfsation of tle Engneer.

Measurement and Payment

The Lump Sum payment shall be made upon the approval of the Engineer that the Clearance
has been satisfactorily carried out.

01-40-006  Traffic Control

The Contractor shall provide warning signs, E\darriers, deurs which shall be properly
positioned well in advance so that all traffic is well and safely accommodated for the duration of

the Works.

Traffic signs and other traffic control facilities shall be kept in good condition and located in
positions wher¢heyare visible to road users.

Work Method
The Contractor shall ugeabour to carry out this item of work

Quiality Control

The Engineer shall check regularly that traffic control measures are satisfactory.
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Measurement and Payment

A Lump Sum shall bpaidon a Monthly basis upon the approval of the Engineer that adequate
Traffic Control is in place

011401 007 Drinking Water

The Contractor shall provide safe drinking water on site for workers at a reasonable distance
from all work Iacations, for theluraion of the Works.

Quiality Control

The Engineer shall check regularly that adequate supplies of water are available throughout the
Site.

Measurement and Payment

A Lump Sum shall be paid on a Monthly basis upon the approval ofnijeder that adpiate
supplies have been provided.

SECTION 04: ROADSIDE CLEARANCE
Scope
This section covers all routine maintenance works within the road reserve and includes items

such as bush clearing, pruning of tree branches, grass cuttingnanatef litterand any
other debris.

04 50i 002: Grass Cutting (Manual)

Grass shall be defined as any form of plant growth including small shrubs having a girth of not
more than 100mm measured at height of 200mm above ground level.

The grass shall beut to height ohot more than 50 mm above the ground. The width limits

shall be as instructed by the Engineer. All cut grass shall be removed from the carriageway, side
drains, mitre drains and inlets and outlet drains of structures/culverts and dejposjipobved

spdl dumps

EA Burning of the grass shall not be allowed and care shall be taken not to damage
roadside fixtures such as signs and marker posts.

This activity shall be carried out twice, each time before the rainy season or as shall be
instruded by the Engieer.

Work Method
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The Contractor shall udeabour to carry out this item of work.
Quiality Control

The road width for grass cutting shall be measured-at &tervals and shall be free of grass
after the operation.

Measurement: m?
The measurement ah be area of grass cut, based on the standard width and measured length of
clearing.

Payment

The unit rate shall be full compensation, for labour, materials, tools, and incidental costs
required to carry out the work.

04-50-003  Bush Clearing - heavy

04-50-004  Bush Clearing- light

04-50-005  Pruning Tree Branches

This activity involves the removal of small trees, shrubs and bushes all including their root
systems, In addition, the Engineer may order the trimming of branchesetrieeg to impnee
visibility. The width limits shall be as instructed by the Engineer.

The cut material shall be collected into heaps away from the side drains and where it shall not
block or interfere with visibility.

The burning of cut bush and rewsal trees or brechesshall not be allowed.

Work Method

The Contractor shall uskabour to carry out this item of work
Quiality Control

The width for bush clearing shall be measured anS@tervals and shall be free of trees or
bushes.

Measurement Un  m?

The meaurenent shall be the area cleared according to the specified widths and measured
length of clearance.

Payment

The unit rate shall be the full compensation, for labour, materials, tools, and incidental costs
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required to carry out the wark

04i 50/ 008: Clearing of Obstructions

This activity shall involve the following tasks:

Inspection of the road section(s) regularly

Removal of all obstructions such as fallen trees/ branches, rock fall, landslides and broken
signs away from the roadide drains, fire drains and other drains, inlets and outlets of

drifts, culverts and other structures and the safe disposal thereof outside the road formation
width.

T Removal of dead ani mal sbé carcasses away fo
directed by the Bgineer. Liaison with the Police may be necessary.

)l
)l

Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

The road section shall be free of any obstruction.

Measurement Unit: Provisional Sum

Themeasurement fahisitem shall be a Provisional Sum paid as necessary on a Dayworks
basis.

Payment

The unit rate shall be the full compensation for the provision of labour, tools and incidental
costs necessary to carry out the tasks.

SECTION 05: EARTHWORKS

05-70- 001: Grassing

This activity involves the protection / repair of erosion on embankment slopes, cut faces,
shoulders, and side slopes by filling with suitable soils and compacting using appropriate

tamping tools as instructed by the Engineer

The Contragdrsta | | pl ant sprigs of approved indigen
shall care for and water the grass until it is firmly established.
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Work Method

The Contractor shall ugeabour to carry out this item of work.

Quality Contol

1 The width ¢ theslope shall be measured at 50m intervals and shall have maximum
tolerances of +/100mm.

1 The quality of grass and spacing of the sprigs shall be as directed by the Engineer

Measurement Unit m?

The unit of measurement shall bearcalculated abenet area, measured on the slope.

Payment

The unit rate shall be full compensation, for labour, materials, tools, and incidental costs
required to carry out the work.
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SECTION 08: CULVERT AND DRAINAGE WOR KS

Scope:

This secton covers all routine maintenance of the drainage system including the cleaning or
desilting of the side drains, mitre drains, catch water drains, culverts, inlets and outlets, and
scour checks.

0850-002 Ditch Cleaning (Manual) - Partially Silted
08-50-003 - Fully Silted

I. Partially silted

Partially silted drains are those that are less than half silted and require only cleaning.

All deposited material, debris, and vegetation shall be vechand the draishged to the

original crosssection and left in a fregraining condition. Suitable material may be used to fill
depressions and potholes on the carriageway. All debris and other unsuitable material removed
from the side drains shall loksposed of weélclear of the drainage system in approved spoil

dumps where it will not cause any obstruction or be washed back.

The side drains, mitre drains and catchwater drains shall be cleaned before the onset of the rains
or as directed by the Enwger.

Work Method
The Contractor shall ugeabour to carry out this item of work
Quiality Control
1 Appropriate drain templates shall be used to check and control the dimensions of the drains.
1 The longitudinal profile of the drains shall be checked ubongng rods, t@nsue free
flow.
Measurement Unit: m
The measurement shall be the length of drain desilted or cleaned to the specifisgations

Payment

The unit rate shall be full compensation, for labour, tools, and incidental costs requiaed/
out thework.

il. Fully silted

Fully silted drains shall be those that are greater tharsitt@éfl and require rexcavation
or reshaping.
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All deposited material, debris, and vegetation shall be removed and the drain shaped to the
original crosssection and lefin afree-draining condition. Suitable material may be used to fill
depressions and potholes on the carriageway. All debris and other unsuitable material removed
from the side drains shall be disposed of well clear of the drainage systgproved spobi

durmps where it will not cause any obstruction or be washed back.

The side drains shall be desilted oereavated before the onset of the rains, or as directed by
the Engineer.

Work Method

The Contractor shall udeabour to carry outhis item of work

Quiality Control

1 Appropriate drain templates shall be used to check and control the dimensions of the drains.
1 The longitudinal profile of the drains shall be checked using boning rods, to ensure free
flow.

Measurement Unit: m?

The measrement shall béhevolume of drain reexcavated or rehaped to the specified cress
section.

Payment

The unit rate shall be full compensation for labour, tools, and incidental costs required to carry
out the work.

08 60- 001/2/3/4/5: Culverts Cleaning (Partially blocked)

08-60-001 300mm dia;
08-60-002 450mm dia;
08-60- 003 600mm dia;
08-60-004 900mm dia;
08-60-005 1200mm dia

This activity involves the cleaning of culverts of specified sizes including pipe barrels, the
outlet/inlet structves,and the outlet drains, keeping them free of all debris, weed, silt and any
obstruction to ensure free passage of water at all times. The debris shall be deposited in
approved spoil dumps as directed by the Engineer

Partially blocked ualverts shall behose with less than half of the barrel blocked.

Correct widths and slopes of the outlet drains shall be maintained. The gradient of the outlet
drain shall be not less than 2 %.

All broken culvert barrels discovered in the course cagrgiat this actiity shall be reported to
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the Engineer.

This activity shall be carried out before the rains, or as directed by the Engineer.

Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

The culverts shalldchecked as feeofdebris to the satisfaction of the Engineer.
Measurementnit: m

The measurement shall be the length of culvert, including the outlet drain, cleaned

Payment

The unit rate shall be full compensation for labour, tools atidental costsaquired to carry
out the work.

08 60- 006/7/8/9/10 : Culvert Cleaning (Fully blocked):
08-60-006 300mm dia;
08-60-007 450mm dia;
08-60-008 600mm dia;

08-60-009 900mm dia;
08-60- 010 1200mm dia

This activity invdves the cleanig of culverts of specified sizes including pipe barrels, the
outlet/inlet structures, and the outlet drains, keeping them free of all debris, weed, silt and any
obstruction to ensure free passage of water at all times. The debris shegiblsdat] in
appovedspoil dumps as directed by the Engineer

Fully blocked culvert shall be those with greater than half of the barrel blocked.

Correct widths and slopes of the outlet drains shall be maintained. The gradient of the outlet
drain shall benot less than 2.

All broken culvert barrels discovered in the course of carrying out this activity shall be reported
to the Engineer.

This activity should be carried out before the onset of the rains, or as directed by the Engineer.
Work Method

TheContractor sh&luseLabour to carry out this item of work.

63



Quality Control

The culverts shall be checked as free from debris, to the satisfaction of the Engineer.

Measurementnit: m

The measurement shall be the length of culvert, includieguttlet draircleared.

Payment

The unit rate shall be full compensation for labour, tools and incidental costs required to carry
out the work.

08 70- 001: Head Wall Repair - Masonry

This activity involves the repairs to damaged head walls and walls built h masnry.

Where directed by the Engineer, the masonry walls shall be inspected and loose or missing
stone resecured or replaced. Damaged pointing shall be repaired with cement mortar 1:4 and
finished flush with the stonework.

Work Method

The Contraair shall useLabour to carry out this item of work

Quiality Control

1 The stability of the walls and the pointing shall be to the satisfaction of the Engineer.

Measurement Unit: No
The measurement shall be the number of walls repairdulexded by th&ngireer.
Payment

The unit rate shall be full compensation for labour, materials, tools, and incidental costs
required to carry out the work.

0870002 Headwall Repair- Concrete

The activity involves the repairs to damaged concrede\walls and wingalls, and to

inlet/outlet concrete aprons. Concrete walls shall be inspected and repair works carried out as
instructed by the Engineer to include breaking out and replacement of damaged concrete with
similar material, and the renderinfapen texture i@aswith cement mortar 1:4. Broken wall
sections shall be #uilt in 20/20 (1:2:4) concrete within formwork erected on the correct lines
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and levels in accordance with the Standard Drawings. Areas of new concrete and mortar shall
be proected from direcsuright and kept moist for 3 days.

Quiality Control
The work shall be carried out to the satisfaction of the Engineer.
Measurement Unit: No

The measurement shall be the number of walls/aprons repaired.

Payment

The unit shall be fllcompensationdr labour, materials, tools, and incidental costs required to
carry out the work.

08-70-008: Scour Check Repair- masonry
08-70-009: Scour Check Repair- wooden
08-70- 010: Scour Check Repair- concrete

This activity inwolves the repaiof Scour Checks using stones or wooden stakes or concrete.
The construction details shall be shown in the Drawings or as instructed by the Engineer.

Scour checks shall be inspected and the repairs carried out as directed by the Evigicteer,

shall incude eplacement of missing or broken stonework and stakes; and the repair of damaged
concrete, to the original lines, levels, and Specifications.

Work Method
The Contractor shall ugeabour to carry out this item work.

Quiality Control
EB

The sizes of thetakes and stones used shall be as the original construction.

The shape of the scour check shall be checked using the scour check template.
MeasurementNo.

The unit rate of measurement shall be the number of scour checks repaired.

Paymet

The unit rag¢ shdl be full compensation, for labour, tools, materials, and incidental costs
required for carrying out the work.
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08 70- 011 Stone Pitching Repair

This activity involves the repair of stone pitching on slopes, in inlet/outleha@nd access

drifts. The stone pitching shall be inspected and repairs carried out as directed by the Engineer,
including the replacement andivedding of missing or loose stones; the repair of mortar
jointing: and the cleaning out of weepholes, asiiregl. All workshal be to the lines and

levels of the original construction with new stonework and mortar being flush with the adjacent
materials.

Work Method

The Contractor shall useabour to carry out this work

Quiality Control

The work shall be caed out to thesatsfaction of the Engineer.

Measurement Unit: m?

The measurement shall be the net surface area of the repairs.

Payment

The unit rate shall be full compensation, for labour, tools, materials, and incidental costs
required to carry dithe work.

08- 80- 004 Drift Maintenance i desilting

This activity involves the removal of debris, silt and any vegetation from drifts and causeways.
The debris shall be deposited away from the drift in approved spoil dumps.

This activity shall bearried befordéhe ains, or as directed by the Engineer.
Work Method
The Contractor shall ugeabour to carry out this item of work

Quality Control

The work shall be carried out to the satisfaction of the Engineer.

Measurement Unit: m?3

The measuresnt shall be thgolume of debris or silt removed calculated as the product of
length , width and measured depth of the affected section of drift.

Payment
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The unit rate shall be full compensation for labour, tools, and incidental costs required to carry
out the work.

08-80-005  Drift Repairs i Concrete

This activity involves the repair of concrete drifts, including the removal of loose or broken
concrete, cutting back damaged areas to sound surfaces and repairing with concrete of similar
Class to the aginal.

The drft shall be inspected and necessary repairs shall be instructed by the Engineer. Holes and
voids shall be cleared of debris, loose material and dust, and shall be well watered before the
new concrete is placed. The new concrete shaltioéyframmed agastthe existing surfaces

and finished flush with the surrounding materials. The surface of the repair shall be protected
from direct sunlight and kept moist for 3 days. Concrete shall be Class 20/20 unless otherwise
directed by the Engeer.

Quality Gontrd

The work shall be carried out to the satisfaction of the Engineer.

Measurement Unit: m?

The measurement shall be the volume of concrete used for the repair.

Payment:

The unit rate shall be the full compensation for labour, tootderials anthcidental costs

required to carry out the work.

SECTION 10: CARRIAGEWAY REPAIR WORKS (GRAVEL)

Scope:

This section covers all routine maintenance works on the gravel carriageway and includes items
such as pothole patching, and reshapihthe carriageay, using labour.

10- 50- 006 Light Manual Reshaping (Potholes, Ruts and Gullies)

Description:

This activity involves the removal of all unsuitable/degraded material from the pothole, rut or
gully until firm ground is reached, andliflg with approed maerial and ensuring that the area

is free draining.

For earth roads material from the side drains may be used.

For gravel roads the gravel shall be obtained from the stacks placed at intervals along the road
for this purpose.
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The ill material sh#l be watered, mixed and compacted using suitable tampers to a finished
level 25mm above the surrounding road surface.

This activity shall be carried out before and after the rains, or as directed by the Engineer.

Work Method

The Contrator shall usd.abour to carry out this work

Quiality Control

1 The quality of fill material shall be approved by the Engineer

1 The minimum compaction to be applied shall be such that no rammer imprint on the surface
shall be seen.

Measurement Unit: m?

The measuremenhall be total volume of materials used for the repairs.

Payment

The unit rate shall include full compensation for labour, tools, materials, and incidental costs
necessary to carry out the work.

10- 50- 009: Light Manual Reshaping (Grub edge andReshape Carriageway)

Description:

This activity involves trimming the edge of the carriageway, grubbing grass from the
carriageway and reshaping of the camber of the road to the original standard and shape. No
grass shall be grubbed fraime shoulderdyut it shall be cut to a maximum height of 50mm.

For earth roads materials from the side drains may be used to reshape the carriageway. Where

additional suitable material is required to reinstate the camber to the required shape, this
mateaial shall be otained from approved sources nearest to the final deposition area.

Work Method

The Contractor shall applyabour methods to carry out this item.

Quiality Control

1 The width of the carriageway including the shoulders shall be checke@ratidtervals
with tolerance of +50mm of20mm
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1 The camber shall be checked using camber board at 50m intervals and shall have a tolerance
of +/- 1%

Measurement Unit: 114

The measurement shall be the area of carriageway shaped.

Payment

The unit rateshall be the fulcompensation for labour, tools and incidental costs required for
carrying out the work.

SECTION 11: SHOULDER MAINTENANCE AND REPAIR

11-50-001: Shoulder Grading

Where directed by the Engineer the Contractor shall reinstatefamnehe shouldes ofthe
road using either a Towed or Motor grader.

Pegs 400 to 500mm long shall be placed at 10 to 20 m intervals on the edge of the carriageway.
Suitable material from the front slope of the side drain shall be bladed and spread on the
shoulders (andf appropriate the carriageway), unless otherwise directed by the Engineer, and
the shoulders rFBormed to the crossection dimensions, as shown in Table 10.2. Compaction
shall be achieved with the wheels of the equipment used, or hyapipe®ved means

Table 10.2: Overall width ditch

Road Category Carriageway Overall width to front
width of Ditches

A/B/C + Secondary Roads 6.0 m 8.4m

D/E + Minor Roads 54m 7.8m

RAR Roads 45m 6.5m

Minor/RAR roads with insufficient 3.5m 55m

widths or Temporary

Work Method

The Contractor shall use Equipment to carry out this item.
Measurement Unit: km

The measumaent shall be thlergth of shoulder reformed.
Payment

The unit rate shall be the full compensation for labour, tools, equipment and incidental costs
required for carrying out the work.
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SECTION 15: PAVED CARRIAGEWAY MAINTENANCE

157 507 001: Pothole Patching - hot mix
157 5071 002: Pothole Patching- cold mix

This activity involves the repair of potholes, which have developed on the surface of paved
roads where there is no evidence of base failure. Potholes shall be defined as local failures
usualy round or ovain shape covering less than 4.0 sg. m and less than 100mm in depth.
Repair of larger areas shall be defined as surface repairs.

The areas to be repaired shall be marked out into rectangular shapes. All failed areas shall be cut
back to sand road materlaThe hole shall extend to the bottom of the base layer, and the sides

shall be cut to form a vertical face. All unsuitable material shall be removed and deposited
away from the road to the approval of the Engineer.

A prime coat of 60%ationic spray gade enulsion, shall be applied on all the sides and on the

bottom of the prepared hole

Premixed bituminous material, similar to the existing surfacing shall be placed in the hole and
compacted in two or more layers of regular thicknesemnigipg on the deh involved.

The final layer, prior to compaction, shall be overfilled by 20% of its depth. Compaction shall
be carried out using a pedestrian vibrating roller, plate compactor or hand rammer as
appropriate until the surface is level, wihe surroundig magerial.

A minimum depth of 50mm shall be provided for the cationic premix bituminous backfill.

Premix proportions shall be as follows:

- Sand 38%

- 6.7mm aggregate 57%

- Bitumen emulsion 5% (bitumen content 665%)
Work Method

The Contradair shall useLabour andEquipment to carry out this item.

Quality Control

The quality of the repair material shall be to the approval of the Engineer.

The patch shall be checked using a straight edge and shall be flush with other parts of
the carriageway

1 Compation of the patch shall be checked such that no imprint of the compaction
equipment is visible.

1
T
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Measurement Unit: m?3

The unit of measurement shall be the volume of material used in the repair.
Payment

The unit rate for this @m shall includehefull compensation, labour, tools, materials ,
equipment and incidental costs required to carry out the work.

157 5071 004: Road Edge Repairs

This activity involves the repair to the edges of paved carriageways, including tHdingooi
pavemenhlayers and the shoulders.

All soft material along the surface edge shall first be removed. The pavement layers shall be
rebuilt and thoroughly compacted, in similar materials to the existing pavement. The pavement
shall be similarlyrebuilt againssoundmaterial of the existing pavement, and thoroughly
compacted. The top of the compacted fill shall be between 30mm to 50mm below the estimated
new surface level.

A trench (100 mm wide x 100mm deep) shall be dug along the surfaceestder to

reinforce the new edge. The trench shall be swept clean of all loose material and primed with

bitumen emulsion.

A trench shall be filled with cold premix and compacted in layers of a 50mm maximum
thickness, finishing flush with the existisgrface and matainng the cross fall. The repaired
edge shall be finished off by sheet patching with a light sand layer to absorb surplus bitumen.

Work Method
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

1 The age repair shabbe decked using straight edge to be flush with other parts of the
carriageway

1 Compaction of the edge repair shall be such that no imprint of the compaction
equipment is visible.

Measurement Unit: m?

The measurement shall be the arkthe repair intuding the bituminous edge and shoulder.
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Payment
The unit rate shall be full compensation for labour, tools, materials, equipment, and incidental

costs required to carry out the work.

157 607 001 Spot Sealing- (Fine cracks)

This activity involves tte repair of alligator cracking (maximum width 3mm) on the
carriageway. The area to be sealed shall be marked in chalk and be clean and dry. The
bituminous binder shall be as specified by the Engineer and shall be applied withlarsgray
or other @proved method. Distribution rates shall be 1.5kgfon bitumen emulsion.

Coarse sand, up to 5mm, shall then be spread over the whole surface.

Crack sealing shall be carried out during the warm and dry weather.

Work Method
The Contractoshall usd.abour and Equipment to carry out this item.

Quiality Control

1 The quality of the repair work shall be to the approval of the Engineer.
1 The area of spot sealing shall be checked to be free of cracks.

MeasurementUnit: m?
The measurement forithitem will bethe aea of fine cracks repaired.

Payment

The unit rate shall include full compensation for materials, labour, tools, equipment, and
incidental costs required to carry out the work.

15-60-002 Crack Sealing

This activity coves the repair ofranserse or longitudinal cracks wider than 3mm on the

surface of a surface dressed or bituminous carriageway or shoulder.

The cracks and the surrounding road surface shall be clean and dry. The cracks shall be filled

with hot cut back humen.

The bitunen shall be distributed using a watering can and shall follow the line of the crack, with
the nozzle or spout held close to the road surface, keeping the width of the spread as narrow as
possible. Coarse sand, up to 5mm, or crusher dattghspread @r the strip of the binder.
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All crack sealing shall be carried out during the warm and dry weather.

Work Method
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

1  The sealing shall be carried out to Haisfaction othe Engineer.
1  The area of sealing shall be checked to be free of cracks.

Measurement Unit: m
The measurement shall be the length of cracks sealed.
Payment

The unit rate shall include full compensation for materials, labour, toolmeidéntal cost
required to carry out the work.

157 8071 001 to 005 Base repairs

This activity involves the repair of localised failures of the pavement layers, including the
removal of the deformed areas and reconstructing the pavement and gudgeis includig
treatment of the bottom of the excavation prior to backfilling.

The areas to be repaired shall be marked and cut out into rectangular shapes. All failed area
shall be cut back to sound road material. The sides shall be dressed lseythaat tat 60to the
horizontal, and the bottom of the hole shall be compacted to a density of 93 % AASHTO T180.
All unsuitable material shall be removed and deposited away from the road as directed by the
Engineer.

For a bituminous base a prime coa66%o cationic sy gade emulsion shall be applied to all
vertical surfaces and on the bottom of the prepared hole.

The material for the base repair shall be graded crushed stone, dense bitumen macadam or neat
gravel, according to the original base nnialle and shalbe conpacted in layers as directed by

the Engineer.

15-80-001: Graded Crushed Stone

AGraded crushed stoneo shall be crushed stol
specified envelope. The stone class shall be given irpdetad Specificaonsor as directed by
the Engineer.
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Work Method
The Contractor shall useabour andEquipment to carry out this item of work.

Quiality Control

The repair shall be carried out to the approval of the Engineer.

The repair shall be checkedtlva straight dge and shall be flush with other parts of the
carriageway laterally and longitudinally.

1 Compaction of the patch shall be checked such that no imprint of the compaction
equipment

is visible

= =

Measurement Unit m?3

Themeasurement shde the volume of graded crushed stone compacted in the repair
measured isite.

Payment

The unit rate for this item shall include the full compensation for the materials, tools, labour,
equipment and incidental costs, required to cautythe work.

15-80-002: Dense Bitumen Macadam

Dense bitumen macadam shall be arhoted, hotlaid plant mixture of wellgraded aggregate
and penetration grade bitumen, as specified for-bzese material.

Work method
The Contractor shall useabour and Equipment to carryout this item.

Quiality Control

The repair shall be carried out to the approval of the Engineer

The repair shall be checked with a straight edge and shall be flush with other parts of the
carriageway laterally and longitudinally.

1 Compmction of the pth $hall be checked such that no imprint of the compaction
equipment is visible.

il
il

Measurement Unit: m?

The measurement shall be the volume of dense bitumen macadam compacted on the road
measured isitu.

Payment

The unit rate for th item shall intudethe full compensation for the materials, tools, labour,
equipment, and incidental costs required to carry out the work.
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15-80-005: Neat Gravel

AGravel A includes | ateritic gravelragguart zi
clayey sinds,decomposed rock, crushed rock or a combination of any of these materials.

Work method
The Contractor shall useabour andEquipment to carry out this item of work

Quiality Control

1 The repair shall be carried out to the approvahefEngineer.

1 The remir shall be checked with a straight edge and shall be flush with other parts of the
carriageway laterally and longitudinally.

1 Compaction of the patch shall be checked such that no imprint of the compaction
equipment shall be visible.

Measurement Ui me
The measurement shall be the volume of gravel compacted on the road measitved in

Payment

The unit rate for this item shall include the full compensation for the materials, labour, tools,
equipment, and incidental costs requito carry outhe work.
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SECTION 17: BRIDGE MAINTENANCE

17-50-001: Cleaning and Clearing- Deck
17-50-002: Cleaning and Clearing- Riverbed
Description

This activity involves the following tasks,

T

= =4 = =4 =4

E

Brooming of the deck ansidewalks to @ar dl loose soil, dirt, aggregate, debris, and
removal of the same from site

Removal of all dirt and stones lodged between deck planking

Clearance of weep holes of dirt and debris

Removal of all dirt and debris in joints between beamsadntinents or anpoint under
bridge

Removal of debris lodged at pier and abutments or any point under the bridge
Removal of trees and bushes growing under the bridge and directly upstream and
downstream and disposing the material away from the bridgsteeaim

Cleaningof ary signs or reflectors on or at the bridge.

Removal of termites tunnels in the vicinity of timber bridges and soaking the ground with
chemical solutions against wood destroying insects.

Work Method

The Contractor shall ugeabour to carry out thistem.

Quality Control

1
1

The bridge deck shall be checked to be clean and free of dirt and debris
The passage below the deck shall be checked to be free of obstructions

Measurement Unit; Provisional Sum

The measurement of work shall be @ Dayworks bas.

Payment

Payment shall be made for the labour and material instructed by the Engineer to be used on the
work.
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SECTION 20: ROAD FURNITURE REPAIR AND MAINTENANCE

20-50- 001: Traffic Sign Maintenance

This activity involves all théasks requiretb ersure that the road signs and signposts are in a
clean, properly aligned, vertical and secure condition; the replacement of missing or broken
bolts, nuts or other fixings and the tightening of the same. The maintenance shall alstoextend

securing anyoose posts by the reompacting or removal of any unsuitable material
surrounding the posts, importing and compacting of suitable material to render the post secure.

Work Method

The Contractor shall ugeabour to carry out this item.

Quality Control

1 The sgns shall be clean and in vertical position
1 The fixings shall be hand checked to be tight

Measurement Unit: No.
The measurement shall be number of signs maintained.
Payment

The unit rate shall be the full compensation for labtmols, materiand ncidental costs
required to carry out the work.

20-50- 003: Guardrail Repair
This activity involves the repair of Guardrails (including rails, posts and fixings) to a properly
aligned, vertical and secure condition. The repair shellide securingnyloose posts by re

compaction or removal of any unsuitable material surrounding the post, importing and
compaction of suitable materials to render the posts secure, anditieg®f the rails.

Work Method

The Contractor shall ugeabour to carryout this item.

Quiality Control

1 The guardrails shall be checked as being properly aligned secure and in a vertical position
1 The fixings shall be hand checked to be firmly fixed
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Measurement Unit: m

The measurement shall be the lengtieabrdrail repaid
Payment

The unit rate shall be the full compensation for labour, material, tools, and incidental costs
required to carry out the work.

20- 50- 004: Marker Posts Replacement
This activity involves the replacement of kilometre stonesautvert markeposs
The Engineer shall determine the location of the marker stones and posts. They shall be setin a

simple excavation and backfilled with soil. The depth of the excavation shall be determined on
the site, depending on the size andoghaf the markestore or post.

Work Method

The Contractor shall ugeabour to carry out this item.

Quiality Control

1 The posts shall be vertical and firmly bedded to the approval of the Engineer

Measurement Unit: No
The measurement shall be in nuienbf marker pds.
Payment

The unit rate shall be the full compensation for labour, tools, posts, materials and incidental
costs required to carry out the work.

20-50-006:  Sign cleaning and repainting
This activity involves the cleaning of road signsflectors andjuideposts and repainting of

sign supporting structures, rear panels of signs, kilometre posts and culvert markers. Surfaces to
be painted shall be clean, dry and free from loose material.

Work Method

The Contractor shall ugeabour to carry out this iem ofwork

Quality Control

1 The cleaning and painting shall be carried out to the approval of the Engineer
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Measurement Unit: No

The measurement shall be in number of signs, reflectors, or guideposts cleaned or painted.

Payment

The unitrate shall belte ful compensation for labour, materials, tools and incidental costs
required to carry out the work.
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SECTION 25: HIV/AIDS AWARENESS AND PREVENTION CAMPAIGN

Scope:

This section covers the Contractors obligations watfard to orsite HIV / AIDS awareness
campaign and preventive measures that are to be instituted.

2550001 HIV / AIDS Awareness Campaign

The Contractor shall institute an HIV / AIDS awareness campaign amongst the workers for the
duration of the Contract.

As part of thecampign the Contractor shall display AIDS awareness posters in all buildings
frequented by workers employed on the Contract, where such buildings fall under the control of
the Contractor.

In addition at least two of the Contractors v regularly sed m site shall display HIV /

AIDS awareness posters. The posters shall be printed on gloss paper and shall be at least Al
size on buildings and A3 size or other approved size on vehicles. The message on the posters
shall be supplied byhe Employer throgh he Engineer.

Aids awareness shall also be included in the orientation process of all workers employed on the
Contract.

Measurement Unit: month

The measurement shall be the calendar month or part thereof, measured over theafitingtion
campagn.

Payment
The unit rate shall include full compensation for labour and material required for the provision

of
the item.

25-50-002 AIDS Prevention Campaign

The Contractor shall institute an HIV / AIDS prevention campaign gstahe worker$or the
duration of the Contract.

As part of the campaign the Contractor shall make condoms available to the workers. The
condoms shall be supplied by the Employer through the Engineer.

Measurement Unit: month

The measurement shak the calendanonthmeasured over the duration of the campaign.
Payment

The unit rate shall include full compensation for labour and material including the distribution

of
condoms, required for the provision of the item.
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DRAWINGS
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