Openlngwlrlp Rural Kenya

KENYA RURAL ROADS AUTHORITY
(BOMET REGION)

TENDER FOR ROUTINE MAINTENANCE AND SPOT IMPROVEMENT OF KAPTABUTANY -BOREIYWEK -
SESEBEK ROAD.

TENDER NO. KeRRA/011/BMT/039/22%/2-41-20/2021012

BID DOCUMENT FOR ROUTINE MAINTENANCE

INVITATION FOR TENDERS

INSTRUCTIONS TO BIDDERS

QUALIFICATION CRITERIA

CONDITIONS OF CONTRACT

APPENDIX TO FORM OF AGREEMENT

STANDARD FORMS

SPECIFICATIONS, DRAWINGS AND BILLS OF QUANTITIES

SEPTEMBER 2020

BOMET EAST CONSTITUENCY

The Engineer The Employer

DEPUTY DIRECTOR, ROAD ASSET DIRECTOR GENERAL,
MANAGEMENT, BOMET REGION, KENYA RURAL ROADS AUTHORITY,
KENYA RURAL ROADS AUTHORITY, P.0. BOX 4815100100,

P.0. BOX 180, NAIROBI .

BOMET.

Rev 1



TABLE OF CONTENTS

CONTENTS PAGE NO.
SECTION I: INVITATIO N FOR TENDERS.......coiiiiiiiiii e, 2
SECTION Il : INSTRUCTIONS TO TEND ERERS.......ccoiiiiiitr e e 3
SECTION lll: QUALIF ICATION CRITERIA e re et eeer e e e e e e e 11
SECTION IV: CONDITIO NS OF CONTRACT ...ttt ettt a e rmmme e e e e e s 14
SECTION V: APPENDIX TO FORM OF AGREEMENT .....oooiiiiiiiiiiiee e 26
SECTION VI: STANDAR D FORMS ...ttt e 28
SECTION VI: CONTRAC TOR6S EVALUATAKOS .CHE.......coovovvviiiiiiiiiiiiiiieen,

SECTION VIII: SPECIF ICATIONS, DRAWINGS A ND BILLS OF QUANTITI ES.....cccoooiiiiiiiiii 51




SECTION I: INVITATION FOR TENDERS

Tender Number: KeRRA/011/BMT/039/22%RMLF /2-41-20/2021012

Tender Name: ROUTINE MAINTENANCE AND SPOT IMPROVEMENT OF
KAPTABUTANY -BOREIYWEK -SESEBEK ROAD

1.1 Kenya Rural Roads AuthorityBOMET Region invites sealed tenders for routine
maintenance #&faptabutanyBoreiywekSesebek Roadomprising of but not limited
to thefollowing activities

i) Preliminary and General Items
i) Site Clearance

iii) Earthworks

iv) Culvert and drainage works

V) Grading

Vi) Gravelling

1.2 Interested eligible candidates may obtain further information and inspect tender
documents at Kenya RurBOMETRegod, slurigudrnmab r i t y G
working hours: 8.00 am to 5.00 pm, Monday to Friday.

1.3 A complete set of tender documents may b&ined by interested candidates upon
payment of a nomefundable fees of Kshs. 1,000 to be depositeéddoount No
1114343196, KCB Moi Avenue Branch payable to Kenya Rural Roads Authority
(Deposit slips shoul d bear t he Contrac
Condituency)OR documents can be downloaded free of charge from KeRRA
website www.kerra.go.ke

1.4 Prices quoted should be net inclusive of all taxes, must be in Kenya shillings and shall
remainvalid for a periodndicated in this documeffitom the closing date of tender.

1.5 Completed tender documents are to be enclosed in plain sealed envelopes marked
with Tender name and reference number and deposited in the TenderBRoM BT
Regional Office or to be addressed to:

THE DEPUTY DIRECTOR (ROA D ASSET MANAGEMENT)
KENYA RURAL ROADS AUTHORITY,

BOMET REGION

P.O BOX 180

BOMET

On or before the date and time indicated in the Tender Notice.

1.6 Tenders will be opened immediately thereafter in the presence of the bidders or their
representatives who choose to attend@MET Regional Office.
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INSTRUCTIONS TO TENDERERS

1. General

11

1.2

The Employer as defined in the Appendix to Conditions of Contract invites tenders
for Works Contract as described in the tender documéhts.successful Tenderer

will be expected to complete the Works by the Intended Completion Date specified in
the said Appendix.

TenderergMUST include the following information and documents with their tenders
unless stated otherwise, failure to which Teederer shall be disqualified:

1. Certified copy of Certificate of Incorporation
2. PIN and VAT Registration Certificate
3. Copy of Valid Tax compliance Certificat
4. Certified copy of recent CR12 form generated through the system wathin
period of 12 months before opening date.
5. Valid Practising Licence from National Construction Authority (NCA 8 and

above) for Road Works. This must be valid at the date of tender submission.

6. Certified copy of a valid certificate of registration in a targeoup issued by
National Treasury or the respective County Treasury in the relevant category
(Youth, Women and PWD)

7. Proof of Experience in works of a similar nature and size for each of the last
Two yeargDoes not apply to Youth, Women and PWD Tenders)

. Proof of major items of construction equipment owned or leased;
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9. CV6s and <copies of gualification <cert

technical personnel proposed for the Contract;

10. Audited accounts for the last two years, all the pages must be iettiadisd
stamped by both a practising Auditor registered with ICPAK and one of the
Directors(Does not apply to Youth, Women and PWD Tenders)

11.Bank statements for the last six months. The statements must be certified by the

issuing bank on all page®oes notapply to Youth, Women and PWD
Tenders)

12. A Commitment letter from the bidder showing that they will be able to perform
if awarded the contradfApplicable to Youth, Women and PWD Tenders
Only)

13.Aut hority to seek referencdeaflerthan6t h e
months prior to the date of tender submission.

14. Litigation History.

15.Bidders shall sequentially serialise all pages for each tender document
submitted.

16.Bidders must be prequalified BOMET Region for the relevant category of
works (Doesnot apply to Youth, Women and PWD Tenders)

17.Must provide Identification Cards (I.Ds) or National passports for the Directors
(Youth, Women and PWD)

18.Duly filled, Stamped & Signed Form of Bid

19.Duly filled & Stamped Confidential Business Questionnaire

20.Duly filled, stamped and signed Power of Attorney form

21.Dully filled Tender Securing Declaration Form

22. Provide a brief work methodology
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1.3

1.4
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1.6

1.7

1.8

NOTE

1. Certification of documents shall be original and executed by a Commissioner for
Oaths

The Tenderer shall bear all costssociated with the preparation and submission of
his tender, and the Employer will in no case be responsible or liable for those costs.

The Tenderer shall fill all the Tender forms provided in the Tender document

The Tenderer, a trespofsibility Taednridke is encodragedatawvmisit

and examine the Site of the Works and its surroundings, and obtain all information
that may be necessary for preparing the tender and entering into a contract for
construction of the Works. The costs of vist g t he Site shal.l be
own expense.

The procurement entityods employees, C Ommi
relative (spouse and children) are not eligible to participate in the tender.

The price to be charged for the tender docurskall not exceelshs.1,000/=

The procuring entity shall allow the tenderer to review the tender document free of
charge before purchase.

1.8 The estimated budget for these workK$ts3,117,616.0@Kenya Shillingd hree
Million One Hundred And Seventeen Thousand Six Hundred And Siieg)

2. Tender Securing Declaration

2.1

2.2

2.3

2.4

2.5

2.6

The bidder is not required to submit a bid security but shall furnish, as part of his bid, a
Tender Securing Declaration.

The tender securindeclaration shall be in the format shown in the appendix to form of
bid. Any bidder who fails to adhere to the terms of the tender securing declaration shall
be liable to debarment pursuant to section 115 of the public procurement and asset
disposal act 206 and regulations of 2008.

Any bid not accompanied by a completed and signed tender securing declaration will be
rejected by the employer as Amsponsive.

The tender securing declaration shall expire;

(A) If a bidder is unsuccessful,

(B) On receipt ohotification of award

(C) 28 days after the expiration of the tender validity period.

The tender securing declaration of the successful bidder will be discharged upon the
bidder signing the contract agreement and furnishing the required performancey securit
where applicable.

A bidder will automatically be suspended from being eligible for bidding in any

Contract with the authority for a period of 5 years starting from the date of expiration of
tender validity period, if a bidder is in breach of his/her gdilon(s) under the bid
conditions, because:




a) The bidder has withdrawn its bid during the period of bid validity specified in the
bidding data sheet or
b) The bidder does not accept correction of errors, pursuant ‘claude
29.1(f) or
c) Inthe case of auccessful bidder, the bidder fails within the specified time limit to:
(i) Sign the contract agreement or
(i) Furnish the necessary performance security where applicable

3. Pre-Bid Site Visit

The bidder 6s de s mayorganigedis owprptenees site visdat i v e
any time The purpose of the meeting will be to familiarise with the site of works,
clarify issues and to answer questions on any matter that may be raised at that stage.

4. Tender Documents

4.1

4.2

4.3

4.4

4.5

The complete set of tender docutsetomprises the documents listed here below and

any addenda issued.
a) These instructions to Tenderers
b) Form of Tender
c) Conditions of Contract and Appendix to Form of Agreement
d) Specifications
e) Drawings
f)  Bills of Quantities
g) Other materials required to Hdled and submitted in accordance
with these Instructions and Conditions

The Tenderer shall examine all instructions, forms and specifications in the tender
documents. Failure to furnish all information required by the tender documents may
result in rejection of his tender.

A prospective Tenderer making inquiries of the tendering documents may notify the
Employer in writing or by cable, telex or facsimile at the address indicated in the letter of
invitation to tender. The Employer wilespond to any request for clarification received
earlier than seven [7] days prior to the deadline for submission of tenders. Copies of the
Empl oyer6s response wil|l be forwarded to
including a description of ghinquiry, but without identifying its source.

Before the deadline for submission of tenders, the Employer may modify the tendering
documents by issuing addenda. Any addendum thus issued shall be part of the tendering
documents and shall be communezhtn writing to all Tenderers. Prospective Tenderers
shall acknowledge receipt of each addendum in writing to the Employer.

To give prospective Tenderers reasonable time in which to take an addendum into
account in preparing their tenders, the Emploshall extend, as necessary, the deadline
for submission of tenders.

5. Preparation of Tenders




5.1

5.2

5.3

5.4

5.5
5.6

5.7

5.8

5.9

5.10

All documents relating to the tender and any correspondence shall be in English
Language.

The tender submitted by the Tenderer shall comprise the following:
a) TheTender;
b) Tender Security;
c) Priced Bill of Quantities for lumgum Contracts
d) Any other materials required to be completed and submitted by Tenderers.

The Tenderer shall fill in rates and prices for all items of the Works described in the
Bill of Quantities. Items for which no rate or price is entered by the Tenderer will not
be paid for when executed and shall be deemed covered by the other rates and prices
in the Bill of Quantities. All duties, taxes and other levies payable by the Contractor
under the Contract, as of 30 days prior to the deadline for submission of tenders, shall
be included in the tender price submitted by the Tenderer.

The rates and prices quoted by the Tenderer shall not be subject to any adjustment
during the performance oféhContract.

The unit rates and prices shall be in Kenya Shillings.

Tenders shall remain valid for a periedecified in this documeritom the date of
submission. However in exceptional circumstances, the Employer may request that

the Tenderers extend theeriod of validity for a specified additional period. The
request and the Tenderersd responses shal

The Tenderer shall prepare and subinfone)original of the documents comprising
the tender documents as described in these Instnsctd Tenderers.

The original shall be typed or written in indelible ink and shall be signed by a person
or persons duly authorized to sign on behalf of the Tenderer. All pages of the tender
where alterations or additions have been made shall be initigidde person or
persons signing the tender.

Clarification of tenders shall be requested by the tenderer to be received by the
procuring entity not later than 7 days prior to the deadline for submission of tenders.

The procuring entity shall reply to amiarifications sought by the tenderer within 7
days of receiving the request to enable the tenderer to make timely submission of its
tender.

6. Submission of Tenders

6.1

The tender duly filed and sealed in an envelope shall,
(@) be addressed to

The Deputy Director, Road Asset Management,
Kenya Rural Roads Authority

BOMET Region

P.O Box180

BOMET

(b) bear the name and identification number of the Contract as defined in the
invitation to tender; and




6.2 Tendersshall be delivered to the Employer at the address specified above not later
than the date specified on the tender notice.

6.3 The tenderer shall not submit any alternative offers unless they are specifically
required in the tender documents.

6.4 Only one tendemay be submitted by each tenderer. Any tenderer who fails to
comply with this requirement will be disqualified.

6.5 Any tender received after the deadline for opening tenders will be returned to the
tenderer uropened.

6.6 The Employer may extend the deadliftg submission of tenders by issuing an
addendum in which case all rights and obligations of the Employer and the Tenderers
previously subject to the original deadline will then be subject to the new deadline.

7 Tender Opening and Evaluation

7.1 The tenders wilb e opened in the presence of t he
choose to attend at the time and in the place specified in the invitation to tender.

7.2 The Tenderersd names, the total amount of
be considered appropte, will be announced at the opening by the Employer.
Minutes of the tender opening, including the information disclosed to those present
will also be prepared by the Employer.

7.3 Information relating to the examination, clarification, evaluation and cosgpaof
tenders and recommendations for the award of the Contract shall not be disclosed to
Tenderers or any other persons not officially concerned with such process until the
award to the successful Tenderer has been announced. Any effort by a Tenderer to
influence the Employerés officials, proc
result in the rejection of his tender.

7.4 Tenders determined to be substantially responsive will be checked for
any arithmetic errors. Errors will be corrected as follows:

()  Wherethere is a discrepancy between the amounts in figures and in words, the
amount in words as indicated in the Form of Bid will govern;

(i)  Where there is a discrepancy between the unit rate and the line item total resulting
from multiplying the unit rate by thguantity, the line item total will govern and
the unit rate will be adjusted accordingly in such a way that the BID Sum remains
unaltered.

(i)  Any error by the Bidder in pricing or extending the Bills of Quantities or carrying
forward to the summary or BID 8y shall be corrected in such a way that the
BID Sum remains unaltered.

The Bidder shall within seven (7) days after issuance of the written notice by the
Employer, or such further time as the Employer may allow, correct his BID in such a
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7.5

7.6

manner as may bagreed or directed by the Employer failing which the BID may be
absolutely rejected.

To assist in the examination, evaluation, and comparison of tenders, the Employer at
his discretion, may request [in writing] any Tenderer for clarification of the tender
including breakdowns of unit rates. The request for clarification and the response
shall be in writing or by cable, telex or facsimile but no change in the tender price or
substance of the tender shall be sought, offered or permitted

The Tenderer shallat influence the Employer on any matter relating to his tender
from the time of the tender opening to the time the Contract is awarded. Any effort by
the Tenderer to influence the Employer or his employees in his decision on tender
evaluation, tender compson or Contract award may result in the rejection of the
tender.

8 Award of Contract

8.1

8.2

8.3

8.4

8.5

8.6

8.7

The award of the Contract will be made to the Tenderer who has offered the lowest
evaluated tender price.

Notwithstanding the provisions of clause 6.1 above, the Emplegerves the right

to accept or reject any tender and to cancel the tendering process and reject all tenders
at any time prior to the award of Contract without thereby incurring any liability to

the affected Tenderer or Tenderers or any obligation tonmtbe affected Tenderer

or Tenderers of the grounds for the action.

The Tenderer whose tender has been accepted will be notified of the award prior to
expiration of the tender validity period in writing. This notification (hereinafter and in

all Contract ® cument s call ed t he ALetter of Ac
[ hereinafter and in all Contract documer
Employer will pay the Contractor in consideration of the execution, completion, and
maintenance of the Works kihe Contractor as prescribed by the Contract. The
contract shall be formed on the parties signing the contract. At the same time the
other tenderers shall be informed that their tenders have not been successful.

The Contract Agreement will incorporate atireements between the Employer and
the successful Tenderer.

The parties to the contract shall have it signed within 14 days from the date of
notification of contract award unless there is an administrative review request.

The procuring entity may at anyme terminate procurement proceedings before
contract award and shall not be liable to any person for the termination.

The procuring entity shall give prompt notice of the termination to the tenderers and
on request give its reasons for termination withéhdays of receiving the request
from any tenderer.

9 Corrupt and fraudulent practices




9.1

9.2

9.3

The procuring entity requires that the tenderer observes the highest standard of ethics
during the procurement process and execution of the contract. A tenderer shall sig
declaration that he has not and will not be involved in corrupt and fraudulent
practices.

The procuring entity will reject a tender if it determines that the tenderer
recommended for award has engaged in corrupt and fraudulent practices in competing
for the contract in question.

Further a tenderer who is found to have indulged in corrupt and fraudulent practices
risks being debarred from participating in public procurement in Kenya.

10



SECTION III: QUALIFICATION CRITERIA

No.

Subject

Requirement

Bidder

Submission Requirements

1. Eligibility

1.1

Eligibility

Nationality in accordance with confidential
business Questionnaire in the standard fot

Must meet requirement

Refer to Instructions to Tenderers

1.2

Incorporation &
Registration

Pursuant to sub clause 1.2 the followi
shall be provided;

- Certified Copy of Certificate o]
Incorporation in Kenya.

- Valid Practising Licence with Nationg
Construction Authority, Category NCA 8
and above for Road Works.

- Prequalification with KeRRA in the
relevant Category

Must meet requirement.

Not Applicable to Tenders reserved for
Youth, Women and PWD Tenders

Refer to Instructions to Tenderers

21

History of Non
Performing
Contracts

Non-performance of a contract did not ocd
within the lastthree (3) years prior to the
deadline for application submission based
all information on fully settled disputes ¢
litigation. A fully settled dispute of
litigation is one that habeen resolved ir
accordance with the Dispute Resoluti
Mechanism under the respective contrz
and where all appeal instances available
the applicant have been exhausted.

Must meet requirement.
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No. Subject Requirement Bidder Submission Requirements
2.2 Pending Litigation | All pending litigation shall in total no|
represent more than fifty percent (50%)]
the Applicant's net worth and shall be trea Must meet requirement. Refer to Instructions to Tenderers
as resolved against the Applicant.
3.1 Financial Submission of audited accounts, for the
Performance last Two [2] years and authenticated bank
statements for the last Six (6) months to
demonstrate: .
(a) the current soundness of the Must meet requirement Refer to Instructions to Tenderers
applicants financial position and its
prospective long term profitability, and
(b) Capacity to have a cash flow amount
of min 1M of tender sum.
3.2 Average Annuall Minimum average annual constructic
Construction turnover of 20% of the tender sur
Turnover calculated as total certified payments
received for contracts in progress | \st meet requirement Refer to Instructions to Tenderers
completed, within the last 2 years.
4.1 General Experience under construction contracts
Construction the role of contractor ssubcontractor, for a
Experience least the last 1 Year prior to the applicatiq Must meet requirement Refer to Instructions to Tenderers
submission deadline
4.2 Specific Participation as a contractor or
Construction subcontractor, in at least Two (2)
Experience contracts with a value of at leastLmillion

of the Tender Sum, that have beer
successfully completed and that are
similar to the proposed works. The
similarity shall be based on the physial
size, complexity, methods/technology ol
other characteristics as described in Scop

of Works

Must meet requirement

12




No.

Subject

Requirement Bidder

Submission Requirements

4.3

Work Methodology

Submission of a brief work methodology | Should demonstrate understanding of the|
scope of works and other general
requirements

Refer to Instructions to Tenderers

5. Equipment Holding

51

Minimum  number
of Equipment

The bidder must indicate the minimum the ¢
plant and equipment considered by the comp
to be necessary for undertaking the proj
togethemwith proof of ownership or lease.

Must meet the requirement

Refer to Instructions to Tenderers

6. Current Commitment
. The total value of current works on the-going .
6.1 On-going contracts contracts must not exceed KShs. 20,000,000 Must meetequirements
7. Site Staff
1 Site Agent The site staff shall posses minimum levels | Must meet requirements Refer to Instructions to Tenderers
below;
Qualification =DOp. CivilEng.or its equivalent]
{To be decided by EC)
General Experience 3Yrs
2 Foreman Specific Experience 2Yrs
Qualification =Craft in buiding orCivil Eng.or
its equivalent( To be decided by EC)
General Experience = 3 Yrs
Specific Experience =2 Yrs

13




SECTION IV: CONDITIONS OF CONTRACT
PART |: GENERAL CONDITIONS OF CONTRACT

The Conditions Of Contract Part il General Conditions shall be those forming Part 1 of the
Conditions of Contract for works of Civil engineering construction Fourth Edition 1987, reprinted in
1992 with furtler amendments, prepared by the Federation Internationale des IngenieursConseils
(FIDIC)

Copies of the FIDIC Conditions of Contract can be obtained from:

FIDIC Secretariat

P.O. Box 86

CH-1000 Lausanne 12
Switzerland

Telephone: +41 216544411
Fax: + 4121 653 54 32
E-mail: fidic@pobox.com
WWW: http://www.fidic.org
Or

The Association of Consulting Engineers of Kenya
P.O Box 726430200

NAIROBI

The Professional Centre

Parliament Road

NairobiKenya

Tel: 2249085

E-mail:acek@mitsuminet.com

14
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CONDITIONS OF CONTRACT

1. Definitions

1.1 In this Contract, except where context otherwise requires, the following
terms shall be interpreted mslicated;

ABills of Quantitieso means the priced al
of the tender[where applicable].

ASchedul e of Rateso means the priced Sch
[where applicable].

AThe Compl mdansthedate af taepletion of the Works as certified by the

Empl oyer 6s Representative.

AThe Contracto means the agreement entere
as recorded in the Agreement Form and signed by the parties.

AThe Cont rtathd persod orcogpbrate dy whose tender to carry out the
Works has been accepted by the Employer.

AThe Contractords Tendero is the compl et
Contractor to the Employer.

AThe Contract Pr i deletteiofAcdeftamcepr i ce st at ed

ADayso are calendar days; fAMonthso are ca
AA Defectodo i s any part of the Works not c
AThe Defects Liability Certificatebo i s
Representativepon correction of defects by the Contractor.

AThe Defects Liability Periodo is the pei
Contract and calculated from the Completion Date.

ADrawingso include calculations athe ot he]
Empl oyerds Representative for the execut.i
AEmpl oyer o l ncl udes Centr al or Local Go

Public Institutions and Corporations and is the party who employs the Contractor to
carry out the Works.
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AEqui pment o is the Contractords machiner
Site for the execution of the Works.

ASitedo means the place or places where t
including workshops where the samééng prepared.

AMaterial so are al/l supplies, i ncluding
incorporation in the Works.

AEmpl oyer 6s Representativeo is the persor
the Contractor for the purpose of supervisiothef Works.

ASpeci ficationo means the Specification o
AStart Dateo is the date when the Contrac
A A Subcontractoro is a person or corpo
Contractor to carry out a part of the Work in the Contract, which includes Work on

the Site.

ATemporary workso are works designed, co

Contractor which are needed for construction or installation of the Works.
A Mariationodo is an instruction given by t
the Works.

AThe Workso are what the Contract requir
turnover to the Employer.

2. Contract Documents

2.1 The following documensghall constitute the Contract documents and shall be
interpreted in the following order of priority;

(1) Agreement,

(2) Letter of Acceptance,
3)Contractords Tender,
(4) Conditions of Contract,

(5) Specifications,

(6) Drawings,

(7) Bills of Quantities

3. Empl oRepdesent ati veds Decisions
3.1 Except where otherwise specifically sta

contractual matters between the Employer and the Contractor in the role representing
the Employer.

17



4, Works, Language and Law of Contrad

4.1  The Contractor shall construct and install the Works in accordance with the Contract
documents. The Works may commence on the Start Date and shall be carried out in
accordance with the Program submitted by the Contractor, as updated with the
approval oft he Empl oyer 0s Representative, and
Completion Date.

4.2  The ruling language of the Contract shall be English language and the law governing
the Contract shall be the law of the Republic of Kenya.

5. Safety, Temporary works and Digoveries

5.1 The Contractor shall be responsible for design of temporary works and shall obtain
approval of third parties to the design of the temporary works where required.

5.2  The Contractor shall be responsible for the safety of all activities on the Site.

5.3  Anything of historical or other interest or significant value unexpectedly discovered
on the Site shall be the property of the Employer. The Contractor shall notify the
Empl oyer 6s Representative of such di sco
Representatie 6s i nstructions for dealing with t

6 Work Program and Sub-contracting

6.1 Within seven days after Site possession date, the Contractor shall submit to the
Empl oyer 6s Representative for approval a
arrangements, ordend timing for all the activities in the Works.

6.2  The Contractor may sutontract the Works (but only to a maximum of 25 percent of

the Contract Price) with the approval of
shall not assign the Contract without @ygproval of the Employer in writing. Sub
contracting shal/l not alter the Contracto

7 The site

7.1 The Employer shall give possession of all parts of the Site to the Contractor.

18



7.

The Contractor s MRaprekentativie landwanyt other pdfsorp | o y ¢
authorised by the Employerdéds Representat
where work in connection with the Contract is being carried out or is intended to be
carried out.

8 Instructions

8.1 The Contractor shallacr r y o u't al |l instructions of t he

are in accordance with the Contract.

9 Extension of Completion Date

9.1

9.2

The Employer6s Representative shall exte
arises which makes it impossible foompletion to be achieved by the Intended
Compl etion Date. The Employerés Represen

much to extend the Completion Date.

For the purposes of this clause, the following occurrences shall be valid for
consideration;

Delayby:-(a)  force
majeure, or

(b) reason of any exceptionally adverse weather conditions, or

(©) reason of civil commotion, strike or lockout affecting any of the trades
employed upon the Works or any of the trades engaged in the preparation,
manufacture otransportation of any of the goods or materials required for the
Works, or

(d) reason of the Employerds Representat.
Conditions, or

(e) reason of the contractor not having received in due time necessary
instructions, drawingsd et ai | s or l evels from the |
for which he specifically applied in writing on a date which having regard to
the date for Completion stated in the appendix to these Conditions or to any
extension of time then fixed under this clausaswneither unreasonably
distant from nor unreasonably close to the date on which it was necessary for
him to receive the same, or

)] delay on the part of artists, tradesmen or others engaged by the Employer in
executing work not forming part of this Contraat,
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(g) reason of delay by statutory or other services providers or similar bodies engaged
directly by the Employer, or

(h) reason of opening up for inspection of any Work covered up or of the testing or
any of the Work, materials or goods accordance with these conditions
unless the inspection or test showed that the Work, materials or goods were
not in accordance with this Contract, or

(i) reason of delay in appointing a repl a

() reason of delagaused by the late supply of goods or materials or in executing
Work for which the Employer or his agents are contractually obliged to supply
or to execute as the case may be, or

(k)  delay in receiving possession of or access to the Site.
10 Managemert Meetings

10.1 A Contract management meeting shall be held regularly and attended by the
Empl oyer 6s Representative and the Contra
pl ans for the remaining Work. The Empl o
business omanagement meetings and provide copies of the record to those attending
the meeting and the Employer. The responsibility of the parties for actions to be taken
shall be decided by the Employerds Repres:s
or after themanagement meeting and stated in writing to all who attend the meeting.

10.2 Communication between parties shall be effective only when in writing.

11 Defects

111 The Empl oyerdos Representative shall I nsp
Contractor of anydefects that are found. Such inspection shall not affect the
Contractor s responsibilities. The Empl
Contractor to search for a defect and to uncover and test any Work that the
Empl oyer s Repr es eave adefect Shoutdahe sefedt e feundma y |
the cost of uncovering and making good shall be borne by the Contractor. However if
there is no defect found, the cost of uncovering and making good shall be treated as a

variation and added to the Contract Price.

112 The Employeré6és Representative shall gi ve
before the end of the Defects Liability Period, which begins
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at Completion, and is defined in the Appendix to Form of Agreement.

11.3 Every time noticef a defect is given, the Contractor shall correct the notified defect

within the | ength of time specified by t
Contractor has not corrected a defect Wi
Represenbatceebdbshe Employerdéds Representat
the defect corrected by other parties and such cost shall be treated as a variation and

be deducted from the Contract Price.

12 Bills of Quantities

12.1

12.2

The Bills of Quantities shall contaitems for the construction, installation, testing
and commissioning of the Work to be done by the Contractor. The Contractor will be
paid for the quantity of the Work done at the rates in the Bills of Quantities for each
item. Items against which no rateentered by the Tenderer will not be paid for when
executed and shall be deemed covered by the rates for other items in the Bills of
Quantities.

Where Bills of Quantities do not form part of the Contract, the Contract Price shall be
a lump sum (which shiabe deemed to have been based on the rates in the Schedule
of Rates forming part of the tender) and shall be subjectrimessurement after each
stage.

13 Variations

13.1

13.2

13.3

The Contractor shall provide the Empl oye
carryingpout the variations when requested to
shall assess the quotation and shall obtain the necessary authority from the Employer
before the variation is ordered.

If the Work in the variation corresponds with an item desoripin the Bill of
Quantities, the rate in the Bill of Quantities shall be used to calculate the value of the
variation. If the nature of the Work in the variation does not correspond with items in
the Bill of Quantities, the quotation by the Contractoalisbe in the form of new
rates for the relevant items of Work.

| f the Contractorés quotation i s unreasoa
order the variation and make a change to the Contract Price, which shall be based on

t he EmpReopyreersbesnt ati veb6s own forecast of t
Contractords costs.
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14 Payment Certificates and Final Account

14.1

14.2

14.3

14.4

There shall be no interim payments for these works. The Contractor shall be paid full
amount of the vale of works measured after Inspection and Acceptance of the Works

by the Inspection and Acceptance Committee (subject -toneasurement by the

Empl oyer 6s Representative of the Work bef

Upon deciding that Works included in a particidtéage are complete, the Contractor
shall Ssubmit to the Employerds Represeni
Empl oyer 6s Representative shall check, ac
be paid to the Contractor within 21 days of receiptokt Cont ract or 6 s a
.The Employer shall pay the Contractor the amounts so certified within 30 days of the

date of issue of each Interim Certificate.

The Contractor shall supply the Empl oyert
account of the toteamount that the Contractor considers payable under the Contract
before the end of the Defects Liability

issue a Defect Liability Certificate and certify any final payment that is due to the
Contractor within 3dd ay s of receiving the Contracto

compl et e. | f It i's not, the Employero6s |
schedule that states the scope of the corrections or additions that are necessary. If the
final account istsi | | unsatisfactory after it has

Representative shall decide on the amount payable to the Contractor and issue a Final
Payment Certificate. The Employer shall pay the Contractor the amount so certified
within 60 days of théssue of the Final Payment Certificate.

I f the period | aid down for payment to t
Representativebs Certificate by the Empl c
be entitled to claim simple interest calculafgd-rata on the basis of the number of

days delayed at the
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15.

16.

17.

18.

Insurance

15.1 The Contractor shall be responsible for and shall take out appropriate cover against,
among other risks, personal injury; loss of or damage to the Works, rsaterc
plant; and loss of or damage to property.

Liquidated Damages

16.1 The Contractor shall pay liquidated damages to the Employer at the rate 0.001 per cent
of the Contract price per day for each day that the actual Completion Date is later
than thelntended Completion Date except in the case of any of the occurrences listed
under clause 9.2. The Employer may deduct liquidated damages from payments due
to the Contractor. Payment of Il iquidated
liabilities.

Completion and Taking Over

17.1 Upon deciding that the Work is compl et
Representative to issue a Certificate of Completion of the Works, upon deciding that
the Work is completed.

The Employer shall take overeéhSite and the Works within seven days of the
Empl oyerds Representative issuing a Cert.i

Termination

18.1 The Employer or the Contractor may terminate the Contract if the other party causes a
fundamental breach of the Contract. Tdhndsndamental breaches of Contract shall
include, but shall not be limited to, the following;

@ The Contractor fails to commence the works within 30 days after expiry of the
commencement period indicated in the order to commence works.

(b) the Contractor stopé/ork for 30 days continuously without reasonable cause

or authority from the Employer6s Repre

(c) the Contractor is declared bankrupt or goes into liquidation other than for a
reconstruction or amalgamation;

(d) a payment certified by th&E mp|l oyer 6 s Representative
Employer to the Contractor within 30 days after the expiry of the payment
periods stated in sub clauses 14.2 and 14.3 hereinabove.
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18.2 If the Contract is terminated, the Contractor shall stop Work immediatelyeave the
Site as soon as reasonably possi bl e.
immediately thereafter arrange for a meeting for the purpose of taking record of the
Works executed and materials, goods, equipment and temporary buildings on Site.

19. Payment Upon Termination

19.1 The Employer may employ and pay other persons to carry out and complete the
Works and to rectify any defects and may enter upon the Works and use all materials
on Site, plant, equipment and temporary works.

19.2 The Contractor shalfuring the execution or after the completion of the Works under
this clause, remove from the Site as and when required within such reasonable time as
the Employerd6s Representative may in writ
machinery, appliancegioods or materials belonging to him, and in default thereof ,
the Employer may (without being responsible for any loss or damage) remove and
sell any such property of the Contractor, holding the proceeds less all costs incurred
to the credit of the Cordctor.

19.3 Until after completion of the Works under this clause, the Employer shall not be bound by any
other provision of this Contract to make any payment to the Contractor, but upon such
completion as aforesaid and the verification within a reasoniaideof the accounts therefor
the Employerds Representative shall certify
Employer and, if such amount added to the money paid to the Contractor before such
determination exceeds the total amount which wbalk been payable on due completion in
accordance with this Contract, the difference shall be a debt payable to the Employer by the
Contractor; and if the said amount added to the said money be less than the said total amount,
the difference shall be alokepayable by the Employer to the Contractor.

20.  Corrupt Gifts and Payments of Commission
20.1 The Contractor shall not;
(a) Offer or give or agree to give to any person in the service of the Employer any
gifts or consideration of any kind as an indueetor reward for doing or

forbearing to do or for having done or forborne to do any act in relation to the
obtaining or execution of this or any other contract with the Employer or for
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showing or forbearing to show favour or disfavouaty person in relation to this
or any other contract with the Employer.

(b)  Any breach of this Condition by the Contractor or by anyone employed by him or
acting on his behalf (whether with or without the knowledge of the Contractor)
shall be aroffence under the Laws of Kenya.

21.  Settlement of Disputes

21.1 Any dispute arising out of the Contract which cannot be amicably settled
between the parties shall be referred by either party to the arbitration and final
decision of a person to mgreed between the parties. Failing agreement to
concur in the appointment of an Arbitrator, the Arbitrator shall be appointed
by the chairman of the Chartered Institute of Arbitrators, Kenya branch, on the
request of the applying party.
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SECTION V: APPENDIX TO FORM OF AGREEMENT

This Appendix to Form of Agreement forms part of the Agreement.

Item

Data

Priority of Documents

The documents forming the Contract shall be interpreted in the follow
order of priority:

9 the Contract Agreement and Appendix to form of agreement
the Letter of Acceptance

the Form of Tender

the Conditions of Contract, Part-IConditions of Particualr
Application

the Conditions of Contract, Part General Conditions of Contract
the Specifications

the Drawings,

the Priced Bill of Quantities

= =4 =

=a =4 =4 =4

Law of Contract

Laws of the Republic of Kenya

Language

English

Possession of Site

On receipt of Formaletter from the Engineer.

Name and Address of Employer

Director General
Kenya Rural Roads Authority
P.O. Box 48154001

NAIROBI

Name and Address of the Engineer

Deputy Director, Road Asset Managemd&MMET Region
Kenya Rural Roads Authority

P. O. Box180

BOMET
Name and Address Constituency Roads Officer
Representative BOMET Region

Requirements of Contractors Design

Not applicable

Programme
E Time of Submission At submission of Letter of Acceptance
E Form of Programme Bar Chart

Tc

Interval Updates

As requested by the Engineer

Liquidated Damages
Amount payable due to failure to
complete

0.01% of Contract Price per Day to a limit of 1% of Contract Price.
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Item

Data

Defects Liability Period

Not Applicable

Period of notifying defects

Not Applicable

Percentage of Retention

Not Applicable

Maximum Amount of Advance Paymer

Not Applicable

Valuation of Works

Re-measurements with Bills of Quantities

Minimum Amount of Interim Payment

Not Applicable

Currency of Payment

Kenya Shilling

Rate of Interest

Simple Interest at a rate of 2% above mean Base Lending Rate as is
by the Central Bank of Kenya.

Arbitration
E Rules
E Appointing Authority

Me

Place of Arbitration

CAP 49 of the Laws of Kenya
Chairman Chartered Institute of Arbitratokenya Branch.
Kenya Rural Roads Authority, Headquarters
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FORM OF TENDER

TO: [Name of Employer) [Date]

[Name of Contract]

Dear Sir,

1. In accordancevith the Conditions of Contract, Specifications, Drawings and Bills of Quantities for the
execution of the above Works, We, the undersigned offer to construct, install and complete such Works
and remedy any defects therein for the sum of Kshs. [Amount in

figures]Kenya
Shillings

[Amount in words]

2. We undertake, if our Tender is accepted, to commence the Works on the commencement date and to
complete the whole of the Works comprised in the Contract within the time stated in the Appendix.

3. We agree to abide by this Tender until the Expiry.of.................. days after the Tender Validity Period
stated in the Appendix to Form of Tender.

4, Unless and until a formal Agreement is prepared and executed this Tender together with your written
acceptance thereof, shall constitute a bindiogtract between us.

4, We understand that you are not bound to accept the lowest or any Tender you may receive.

Dated this day of 20

Signature in the capacity of

Duly auttorized to sign Tenders for and on behalf of

[Name of Tenderer]

of [Address of Tenderer]
Witness: Name

Address

Signature

Date
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APPENDIX TO FORM OF TENDER
(This Appendix forms part of the Tender)

CONDITIONS OF CONTRACT

AMOUNT

Tender Security

Not Applicable

Tender Securing Declaration Form

As specified in the Instruction to Tenderers

Amount of Performance Security(Unconditional
Bank Guarantee) FOR UPGRADING WORKS

Not applicable

Amount of Performance Security(Unconditional
Bank Guarantee) FOR PERFORMANGRASED
MAINTENANCE WORKS

Not applicable

Program to be submitted

At submission of Letter of Acceptance

Period for
order to commence

commencem

As specified in the order to commence

Time for completion

3 Months

Tendervalidity period

120days

Defects Liability Period

Not Applicable

Time within which payment to be made after
Interim Payment Certificate signed by Engine

Not Applicable

Time within which payment to be made after
Final Payment Certificate signed by Engineer

30 days

Amount of Advance

Nil

Advance Payment Security

Not Applicable

Appointer of Arbitrator/Adjudicator

The Chartered Institute of Arbitrators (Kenya)

Notice to Employer and Engineer

The Employerds address
Director General,

Kenya Rural Roads Authority

Blue Shield Towers,®Floor

P.O. Box 4815100100,NAIROBI

The Engineerds address
Deputy Director, Road Asset Management
Kenya Rural Roads Authority

BOMET Region

P.O. Box180 BOMET

of
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TENDER -SECURING DECLARATION FORM

[The Bidder shall complete in this Form in accordanith the instructions indicated]

Date: ééeeéeéeééééééeeeelinsert date (as day, mot
Tender No. ¢€ééeéeéeééeéééééeeceeeée. .é. .[insert nut
To: [ 6éééééééeééeéeééeéeéeéeceéeceéeéée. . .insert com

Procuring Entity]
We, the undersigned, declare that:

1) We understand that, according to your conditions, bids must be supported by a Bid
Securing Declaration.

2) We accept that we will automatically be suspended from being eligible for bidding in
any contract with the Purchader the period of time of 5 years starting on the date of
expiration of tender validity period, if we are in breach of our obligation(s) under the bid
conditions, because vie
a) have withdrawn our Bid during the period of bid validity specified by us in the

Bidding Data Sheet; or
b) having been notified of the acceptance of our Bid by the Purchaser during the period
of bid validity,
I.  Fail or refuse to execute the Contract, if required, or
i. Fail or refuse to furnish the Performance Security, in accordance with the
Instruction to tenderers.

3) We understand that this Bid Securing Declaration shall expire if we are not the
successful Bidder, upon the earlier of
I.  our receipt of a copy of your notification of the name of the successful Bidder; or
ii.  Twentyeight days after #hexpiration of our Tender.

rrrrrrrrrrrr

Signed: ¢ééééééééééeéee. é[insert signature of |

capacity are shown] in the capacity of € é
[insert legal capacity of person signing the Bid Securing Declaration]

,,,,,,,,,,,,,,,,,,,,,

Name : gééééééééééééééééépnéedt complete name of person

'''''''''''''''''''''''''

eééeeéeecééeceééecééecéecééeceecéteceéecétece
[insert complete name of Bidder]

,,,,

Dated on éeééeééée. day of éeeéeée., gndécecée. [i:1

rrrrrrrrrrr
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LETTER OF AWARD

[Letterhead paper of the Employer]

[Date]

To:

[Name of the Contractor]

[Address of the Contractor]
Dear Sir,

This is to notify you that your Tender dated

for the execution of

[name of the Contract and identification number,as given in the Tendemeénts] for the Contract Price of Kshs.

[amount in figures][Kenya Shillings (amount

in words) ] in accordance with the Instructions to Tenderers is hereby accepted.

You are hereby instructed psoceed with the execution of the said Works in accordance with the Contract

documents.

,,,,,,,,,,,,,,,,,,,,,,,,,

Aut hori zed Signature éééeéeéééééceceeéééececeeeéeéece

Name and Title of Signatory ééééééeééecéécééecéceécéeée

Attachment :
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FORM OF AGREEMENT

THIS AGREEMENT ismadea t he ¢é é é é d.a.y2026bktween th&enya Rural

Roads Authority, of P.O. BOX180- 20400,Bomet Kenyah er ei naf t &mplogeal | e d
Aof the oA-e€e-—-—-Pp-at-t--—-aA-gd---mmmmmmmmmmmeee ,hereinafter

called tre Cdéntractorc of t he ot her part.

And has accepted a Bid by the Contractor to execute, complete and maintain sudd@xtks
THIS AGREEMENT WITNESSETH as follows:

In this agreement words and expressions shall have the same meanings as are respectively
assigned to them in the ConditionsGdntract hereinafter referred to.

The following documents shall be deemed to form and be read and construed as part of this
Agreement, viz.:

The said BID dateeh----------m-m-mmm oo oo
- Comditions of Contract; Parts | and Il
- The Standard and Special Specifications;
- Priced Bill of Quantities;
- Letter of Acceptance;
- Form of Tender
- Drawings;
- Appendix to the Form of Agreement
- Schedule Of Supplementary Information
- Other Documents/Materials/Conidihs agreed and documented.

All aforesaid document She&anacthher ei nafter r ef
In consideration of the payment to be made byEmployer to theContractor, the Contractor

covenants with the Employer to execute and complete the Wocksiarmity with the
provisions of the Contract.

The Employer hereby covenants to pay the Contractor in consideration of the execution,
completion and maintenance of the Works at the Contract Price or such other sum as may
become payable under the Contraicthe times and in the manner prescribed by the Contract.

IN WITNESS WHEREOF the parties hereto have caused their respective common seals to be
hereto affixed (or have hereunto set their respective hands and seals) on the day and year first
above writte.
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SIGNED AND DELIVERED

M-
M-
M-
M-
M-
M-
M-
D
D
D

By the said Employer: éé

o
o
o
o
o
o
o
o
o
o
o
o
o
o
o

Signatur e:

D

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

Regi on:

(DEPUTY DIRECTOR, ROAD ASSET MANAGEMENT,Kenya Rural Roads Authority)
(For and orbehalf of the said Employer.)

Il n the presence of: €é. . . . . . . . . . . :

o
o
o
o
o
o
D
D
D
D
D
D
D
D
D
D

Signatur e

By the said Contractoré € € € € € € . . . . . . . . ———
Sighatureéééééééééeeceeeeecéeé
Designation: ééééeeeeeéeéééeé
(For and on behalf of the said Contractor)
I n the presence of = éé. . . . . ...
Sighature: ééééééééeeceeecéeeé

Address: éééééééééécéééceéeééeééé.
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QUALIFICATION INFORMATION

TENDER QUESTIONNAIRE
Please fill in block letters.

1. Full name of Tenderer;

2. Full address ofenderer to which Tender correspondence is to be sent (unless an agent has been appointed
below);

4, Facsimile of Tenderer;
ééééééeeecéeéeéeéeeeee

0N
D
(0]
(0]
D
(0]
(0]
D
(0]
0N
(0]
0N
0N
(0]
D
(0]
0N

to be contactec

o O
(/2]
[0
[o e
-
@
[72)
@
>
—
Q
—
<
[0)

[
[0}
[0
[0}
o
o =
[0}

n
ééééééeéeeececeéé

6. Details of Tenderer6és nominated agent (i f any) tc
telefax);

—

A N N S N N N N N oYY,

eeeeeeeeeececeeeeeceeeeeeceeeeecece

D
D
D
D
()

OO N N N N N N N N N N o oYY,

eeeeeeeeeececeeeeeceeeeeeceeeeecece

D
D
D
D
()

Signature of Tenderer

Make copy and deliver to: (Name of Employer) ( The Tenderer

shall leave one copy at the time of purchafséhe Tender documents)
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CONFIDENTIAL BUSINESS QUESTIONNAIRE

You are requested to give the particulars indicated in Part 1 and either Part 2 (a) or 2 (b) whichever applies to your
type of business.

You are advised that it is a sericaffence to give false information on this Form.

Part 11 General

Business Name ééééééecéééeccéééecéééeecéééeceé

Location of business premises; Country/ Town

Pl ot No é é éé

[0}
o
[0}
o
[¢]
[¢]
[¢]
[0
(]

éé Street/ Road ¢é

N
()
N
N
[0}
[0}
N
[0}
N

Post al Addr ess é é é é é é éobébébétéde éTéed é éNe é .

Nature of Businesséééééééeééeééeeceeeeeeecee. . é.
Current Trade Licensee Noéeéeééeéééeé Expiring dateéeééeéé
Maxi mum value of business which you can handl e at an

Name of your Bankerséééeéeécééécééeééeceécééeéee. . é

(1)
1’}
(¢}
D
(¢}
(¢}
D
(¢}
(¢}
D
(¢}
(¢}
D
D
(¢}
(0]
(¢}
(¢}
D
(¢}
(0]
D
(0]

Branchéééeéé
Part 2 (b) 7 Partnership
Give details of partners as follows:

Name in full Nationality — Citizenship Details Shares
leee A A cééeeéééeeccééd
2¢é¢é6é

3ééé éééeé

(0]
(¢}
N
N
N
N
(¢}
N
N
(0]
[0
N
[0
[0
N
D
D
N
D
D
N
D

é

[N
[0}

ee

O

é

N
N

N

N

N

N

N

N

N

N

N

N

. D
[0 ON
N

D

D

N

D

D
N
D

[0}
(0]
[0}
(0]
(0]
(0]
(0]
(0]
N
[0
(0]
(0]
[0
[0
N
D
[0}
[0}

Part 2(c) i Registered Company:

7z

Private or publicééeéeééé

-
D
D
-
D
D
-
D
D
-
-
-
-
-
-

State the nominal and issued capital of the Company

Nomi nal Kshsééééééeée

IO
D
o)
D
D~
o)
[0
[0}
(0]
(]
[0}
(]
[0}
[0}
(0]
o)

é

[}

| ssued Kshsééééeéeeceécéeeeeeeceéeeé.

O

Give details of all directors as follows:

Name in full  .Nationality. Citizenship Details*.Shares.

N
N
N
N
0N
0N
N
0N
0N
N
0N
N
N
N
0N
N
0N
0N
N
0N
0N
0N
()]

é

™
™

é

™
™

é

™

é

A W N PP
D D D
[ONENON
D D
(O ON
D D
D D
[ONENON
D D
[N ON
[ONENON
[N ON

D D D
[ONENON
[N ON
[ONENON
[ONENON
(O ON
[ONENON
[ONENON
D>

[ONENON
[ONENON

(O ON
[ONENON
[ONENON
o> D D
> D D
[N
([pN
N
N

D

D

D

@ D
@D D
@ D
@ D
@D D

()

[0}
N
[0}
(¢}
N
(0]
N
(0]
(0]
N
N
(0]
(0]
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Part 2(d) T Interest in the Firm:

I s there any person /| persons in ééééé é€éé (Name of

,,,,,,,,,

has interest in this firm? Yes/ Noéeééeéééeééée (Delete a
| certify that the information given aboigcorrect.

6éééeeécée ééeeécéeéeeeé ééééeéeeée. .. ..
(Title) (Signature) (Date)

* Attach proof of citizenship
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CERTI FI CATE OF TENDEREROGS VI

This is to certify that

N
N

o8
o
o8
o
o
o
o
o
o
o
o
o
o8
o
o
o
o
()

()

[ Name/ s] ééééeéééééeéeééééeéeéééeceé

6éééécécééeccéeéecceéececéeeececceeececceeececeeeeccece
Being the authorized representative/Agent of [Name of Tenderer]
€Eéécéeéécécéeéécéecééecécéecécéecécéeéecéeéeceée

eeeeeeeeeeeceeeeeeceeeeeeeceeeeeeceeeeeeeceeeeeeeeee. . ee

Participated in the organized inspection visit of the site of the works f¢p#iticipated in the organised

s s 2z 2z 1z £ 1 1 £ 1 7z £ 7 7z 7

inspection visit of the site of thewoék. ¢ é e é é e ééééeéééeééeceé.

held on ééééééeéééeéééeééeé day of ééééééeééeée20éeéeéeéeé
Signhedééeéééccéééeceééeccééecéééeceééce
(Empl oyer6s Representative)

[0
(0]
[0
(0]
(0]
[0}
(9]
D
N
(0]
D
[0}
[0}
N
N
N
N
N
(0]
(¢}
[0}
N
(0]
[0}
(0]
N
N
N
(0]
(0]
[0
(0]
N

NOTE: This form is to be completed when the site visihéle
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FORM OF WRITTEN POWER -OF-ATTORNEY

The Tenderer consisting of a joint venture shall state here below the name and address of his representative who is
authorised to receive on his behalf correspondence in connection with the Tender.
6éééeéeeccéeeccéeeecéeeeeececee

(Name of Tendererds Representative in block letters)

,,,,,,,,,,,,,,,,,,,,,,,,

eeeeeceeeeececeeeeceeeeeeceece

(Address of Tendererds Representative)

eeeeeeeeeeeceeeeeceeeeececece

(Signature of Tendererbd6s Representative)
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KEY PERSONNEL

DESIGNATION NAME NATIONALITY SUMMARY OF
QUALIFICATIONS AND
EXPERIENCE

SITE AGENT

FOREMAN

| certify that the above information is correct.

,,,,,,,,,,,,,,,,,,,,,,,,

€ééécéeéeceé eéecécée eééeéeée. .
(Title) (Signature) (Date)
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SCHEDULE OF THE PROPOSED APPROPRIATE
EQUIPMENT.

Mandatory minimum number of equipment required by the Employer for the execution of the project
that the bidder must make available for the Contract

Item Equipment Details Minimum No of No. of
No. Number Equipment equipment
Required Owned by the | to be hired
Bidder
1 Pedestrian Roller Man walk behind Optional
2 Double drum vibrating pedestrian Optional
roller(3Tons)
3 Selfpropelled single drungibrating 1
(10Tons)
4 Mobile concrete mixers 1
5 Excavator/loader 1
6 Concrete vibrators 1
7 Tippers payload 7 10 tonnes 1
8 Flat bed lorries Optional
9 Water tanker$10,000 litres capacity| 1
10 Grader 1

The Bidder must attach certified copies of log books or lease agreement of the following

| certify that the above information is correct.

eeeeéeéece eeéééeéeee eeéééee. .
(Title) (Signature) (Date)

a1



SCHEDULE OF COMPLETED SIMILAR WORKS

CARRIED OUT IN THE PREVIOUS YEARS

DESCRIPTION OF WORKS AND CLIENT

TOTAL VALUE
OF WORKS
(KSHS)

CONTRACT
PERIOD
(YEARS)

YEAR
COMPLETED

| certify that the above Civil Works were successfully carried out and completed by ourselves.

,,,,,,,,,,

eéeéééeeéé
(Title) (Signature)

,,,,,,,,,,

eeeeeeeeee

//////

eeeeee

(Date)

42




SCHEDULE OF ONGOING PROJECTS

DESCRIPTION OF WORK | CONTRACT DATE OF DATE OF TOTAL %
AND CLIENT PERIOD COMMEN- COMPLETION | VALUE OF | COMPLETED
CEMENT WORKS TODATE
(KSHS.)

| certify that the above Civil Works are being carried out by ourselves and ttetdhe information is correct.

eeeéééeeée eeééééée eeéééeéeeée
(Title) (Signature) (Date)
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OTHER SUPPLEMENTARY INFORMATION

1. Fi

nanci

al

reports

for

reports etc. Listhem below and attach copies.
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2. Evidence of access to financial resources to meet the qualification requirements. Cash in hand,

lines of credit etc. List below and attaobpies of supporting documents

ee
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[ONENON
o
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[0
[¢]
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o
o

3. Na me,

reference if contacted by the Employer.

é
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4, Information on current litigation in which the Tenderer is involved.

OTHER PARTY (IES)

CAUSE OF DISPUTE

AMOUNT
INVOLVED (KSHS)

| certify that the above

s 7z

éééééeéeé

Title

é

eéeeéééececé
Signature

informatidn correct.

f

a X

number
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ADJUDI CATOROS AGREEMENT

Identification of Project:

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Whereast he Empl oyer and the Contractor have enter
execution of the Project and wish to appoint the Adjudicator to act as adjudicator in accordance with
the Rules for Adjudication [Athe Ruleso].

The Employer, Contractor and Adjudicator agree as follows:

1. The Rules and dispute provisions of the Contract shall form part of this Agreement.

2. The Adjudicator shall be paid:

A retainer fee of ééééééecececééeéeéeeece. . . eééeé
month(where applicable)

A daily feeéddéeée&eéecécéeé. .  é
Expenses (including the cost of telephone calls, courier charges, faxes and telexes incurred in
connection with his duties; all reasonable and necessary travel expenses, hotel accommodation

and subsistence and other direct tramdenses).

Receipts will be required for all expenses.
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The Adjudicator agrees to act as Adjudicator in accordance with the Rules and has disclosed to
the Parties any previous or existing relationship with the Parties or others concerned with the

Project
Thi s

The

Agreement

Language

of

SIGNEDBY é é é é é é ¢é é é

s h

t

e e

al

hi

é .

S

e

é

be

Agreement

e

é

é

For and on behalf of the Employer in the presence of

Witness
Name
Address
Date

@D D D D~

D D D D

o O D D

D D D Dy

D D D D

o O D D

D D D D

M D Dy Dy

D O D D
o O D D

™ O D D
@D D D D

@D D D D
™ O D D

SIGNEDBY é é é e ééeéeéeeée.

For and on behalf of the Contractor in the

Witness
Name
Address
Date

@D D D D~

D D D D

o D D D

M D D Dy

M D D D

o O D D

M D D D

M D Dy Dy

D O D D
D O D D

™ O D D
@ D D D

D D D D
o™ D D O
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o™ D D O

presence of

D O D D
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For and on behalf of the Adjudicator in the presence of

Witness
Name
Address
Date
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N
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FRAUD & CORRUPTION

1 If the Employer determines that the Contractor has engaged in corrupt, fraudulent, collusive, coercive or
obstructive practices, in competing for oreixecuting the Contract, then the Employer may, after giving 14
days notice to the Contractor, terminate the Contractor's employment under the Contract and expel him from
the Site.

2 Should any employee of the Contractor be determined to have engageuuist,civaudulent, collusive,

coercive, or obstructive practice during the execution of the Works, then that employee shall be removed.
3 For the purposes of this Sutlause:

() Aicorrupt practiceodo is the of f erindiregly, ofgnythingofyaluer ec e i
to influence improperly the actions of another party;

i) aAfraudul ent practiced is any act or omission, i n
misleads, or attempts to mislead, a party to obtain a fiahocbther benefit or to avoid an obligation;

(i) Acollusive practiced is an arrangement between

purpose, including to influence improperly the actions of another party;

(ivy ACoer ci ve pr actHharemiag) or theateninggaiinpair ar harmo directly or indirectly, any

party or the property of the party to influence improperly the actions of a party.
4 The Contractor declares that:

a) They did not engage in any action to influence the Prapaglementation process to the detriment of
the Employer, in particular no collusive practice took place nor will take place, and
The bidding proceedings, contract award, and execution have not and will not be subject to any corrupt
practice as defined itné United Nations Convention to combat corruption dated 31 October 2003.
Dated this day of 20

Signature in the capacity of

duly authorized to sign Tenders for and on beb#lf
[Name of Tenderer] of

[Address of Tenderer]

[Seal or Stamp of Tenderer]

a7



ENVIRONMENTAL AND SOCIAL COMMITMENT

| have taken due note of tiaportance to comply with environmental and social standards and

regulations.

I, the undersigned, [éééé.] acting as the duly

With respect to the submission of a bdedNof or [ &
[éeééée.], | wundertake to comply, and ensure that
international environmental and labour standards consistent with applicable law and regulations in the
country of implementation of the Project, including thedamental conventions of the International

Labour Organisation (ILO) and international environmental treaties

In addition, | also undertake to adopt any environmental and social risk mitigation measures as defined

in the environmental and social managet@an or the notice of environmental and social impact

issued by the Employer.

Dated this day of 20

Signature in the capacity of

duly authorized to sign Tenders for amdlehalf of

[Name of Tenderer] of

[Address of Tenderer]

[Seal or Stamp of Tenderer]
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FORM RB 1
REPUBLIC OF KENYA

PUBLIC PROCUREMENT ADMINISTRATIVE
REVIEW BOARD

APPLI CATI ON NOééééée. OFééé. é.20é¢é. .

éééeeéeeeeeeéeeeeéeéee. APPLI CANT

AND

Request for review of t Nagne df ¢he iPeodurting Entityf otf h eéééééecééed at e d
theéedéagééf20ée6éé.in the matter of Tender Noééé..éof &

REQUEST FOR REVIEW
| / Weééééeéééeéééé,t he above named Applicant(s), of a
NoééTel . Noéé. . Emai l eééeéé, hereby request the Publi
review the whole/part of the above mentioned decision on the following grounds , ramely:

1.

2.

etc.

By this memorandum, the Applicant requests the Board for an order/orders that:
1.

2.

etc

SI GNED éééééé. (Applicant)

Dated onééééée.day of éééeéeéel é20¢
FOR OFFICIAL USE ONLY

Lodged wi t h t he Secretary Publ ic Procur ement Ad mi
ééé....20¢é. é6é¢é
SIGNED

Board Secretary
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DECLARATION FORM

Date
To

The tenderer i.e. (Name and address)

declarethe following:

a) Has not been debarred from patrticipating in public procurement.

b) Has not been involved in and will not be involved in corrupt and fraudulent

practices regarding public procurement.

Title Signature Date

(To besigned by authorized representative and officially stamped)
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SECTION VII: SPECIFICATIONS, DRAWINGS AND BILLS OF
QUANTITIES
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ROUTINE MAINTENANCE - SPECIFICATIONS
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CONTENTS:

SPECIFICATIONS FOR ROUTINE MAINTENANCE

WORKSééeéeeéeéeéeéeté A-3

STANDARD SPECI FI CATI ONeéeéeéeecéecéecéeéeéeécecec:
A-3

SECTI ON 01 PRELI MI NARY AND GBERMNMERAL
01-40-001 MobilisatiorE st abl i sh ment and Demobi lAids at i
0140002 Cl earance on Compl etionéééeeééecéeédalééecé
01-40-0 0 6 Traffic Control éééééeceéé
A-4

01-400 0 7 Drinking Water ééeeerpéééé

SECTIONO4ROADS| DE CLEARANCEéééecééecééecééecéhehbetéce

0450002 Grass Cutting (Manual ) ééeééééééeceerbeéeéeé

0450003 BushClearingHe avy ééeéééeeééeé €eééeééeeééAb
04-50-004 BushClearind. i ght ééééééééeéééeééeéeéeée.

A-6

0450008 Cl earing of Obstructionséééééceceddbeécéé
04500 0 5 Pruning Tree Branchesééé
A-6

0570001 Grassing €é€ééeéeécécécécéecececdécecéeAar

SECTIONOSBCULVERT AND DRAI NAGE WORKSéééeéeeée.Ageéceéeécé
0850002 Ditch Cleaning (Manual ) éééeééééééed8eeceé
08-60-001/2/3/4/%Cul vert Cl eaning (Partially bl A8ked)

0860001 300 mm di aeéééecééeééeééecééecéécééceédnd
0860002 450 mm di aéeééeééeééeecééeecééecéecéeée. Ag.
0860003 6 00 mm di aeééecéécééecéecéecéeééceé A9é.
0860004 900 mm di aeééeééeecéecéecéecéecéece A9é.
0860005 1200 mm di aéééeéécééecééecéecéeééceéénd. .
08-60-006/7/8/9/10Desilting Culverts/Structuresinletiot | et s ( Ful | 'y RO c k e d

0860006 300 mMm di aéééééeééeéeéecéecécécécceécéceéAhton
0860007 450 mm di aééééeéeéeéeéeéecéecécécecéht
0860008 6 00 mMm di aéééééeéeéeéecéecécécécceécécéAhtn
0860009 900 mm di aéééééeéeéeéeéeécécecécécecéAht
0860010 1200mmd aé ééééeéééééeééeéeéeéeéeeéeée. A-10
0870001 Headwal | Repair Mafsldnr yée
08-70-002 HeadwallRepaiConcr et eé ééééééeé. . éééérKléce.
08-70-008 ScourCheckRepaimas onry éeéeeéeéééécécececeeheld.

08-70-009 ScourCheckRepaiwoodenééeéééééééééééeéeéeéeée A-ll
0870010 ScourCheckRepairc oncr et eéééeeeeéeeeéeéééceceeAall
0870011 Stone Pitching Repairéééééééécecerlaeecéesé
08-80-004 DriftMaintenancedesi | ti ngéééeeeeéeeéeééeécececeerle
0880005 DriftRepairssConcreteéééeéééééééééeeéééérels
SECTION10CARRI AGEWAY REPAI R WORKSééééeeeeddr ééeéce
1050006 Li ght Manual Reshaping (Pothol ed®&A;13 Rut s
10-50-009 Light Manual Reshaping (Grub edAgld and
SECTI ON 11: SHOULDER MAI NTENANCE AND

53



A-16

11500 0 1 Shoul der Gradingeéeeeeéececeé
A-16

SECTION15PAVED CARRI AGEWAY MAI NTENANCEé é AdE e é éé
1550-001 PotholePatchingh ot mi xééééééééeéeééeeééeéééAly
1550002 Pothole Patchingc ol d mi xéééééééééeeeeéééhlr
15500004 Road Edge Repairséécecéeééeecééecéeéececéertgeécec
1560001 SpotSealind ( Fi ne Cracks) ééeéeéeéeéeéeéé. ééerl8ece.

1560002 Cr ack Sealingééécecec&&&aeaédaeceéece. A-19
1580001/ 005 Base Repairséééécececeeeeecéé
A-19

SECTION17BRI DGE MAI NTENANCEééeéeéeéeéeéeéed@zece.

1750001 Cl eani ng and Clearing DeckééeéeéeérBeécé

,,,,,,,,,,,,,

2050001 Traf fic Sign MaintenanceééééeeeeeéedRRRééeéc
20-50-0 0 3 Guardrail Repairééeécéeecéé
A-24

20-50-004 MarkerPot Repl acement ééééééeééecéééééhnpieé
2050006 Si gn Cl eaning and RepairingééécécechBleeceé
SECTION25HI V/ Al DS AWARENESS AND PREVENTI @5 CAMF

2550001 HI V/ AI DS Awareness CampaigneéeéeeeéeéAnpseééeé
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SPECIFICATIONS FOR ROUTINE MAINTENANCE WORKS

Standard Specification

Whenever reference is made to AThe Engineer ¢
synonymous wit haWtEhmpr ioyed 6Re glud yyent ati veodo as
of Contract.
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SECTIONO1 : PRELIMINARY AND GENERAL ITEMS
Scope:

This section refers to those items that are needed at the start and end/ofkb®r are
provisional items applicable forerduration of the Works.

01-40- 001: Mobilisation and Establishment of Site

The Contractor shall provide all equipment, tools, material and temporary stores required to
carry out the required/orks.

The Contractor shall ensure that all possible meapgsotéction are given to the staff at all
times. Such protection shall include provision of high visibility clothing or vests for the
workforce, in potentially dangerous locations. The Contractor shall also maintain first aid kits
with items included orhie advice of the local Medical Officer, or as directed by the Engineer.
Measurement and Payment

No separate payment shall be made for this item. The Contractor shall include the costs in the
other rates for other measured items.

01-40-002 Clearance on Completion

On Completion of the Works, all temporary stores, equipment, signs and tools shall be removed
from the site, and the Site left in good order to the satisfaction of the Engineer.

Measurement and Payment

The Lump Sum paymeshall be made upon the approval of the Engineer that the Clearance
has been satisfactorily carried out.

01-40-006  Traffic Control

The Contractor shall provide warning signs, fences, barriers, detours, which shall be properly
positioned well in advancg that all traffic is well and safely accommodated for the duration of

the Works.

Traffic signs and other traffic control facilities shall be kept in good condition and located in
positions where they are visible to road users.

Work Method
The Contrator shall usd.abour to carry out this item of work

Quality Control
The Engineer shall check regularly that traffic control measures are satisfactory.

Measurement and Payment
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A Lump Sum shall be paid on a Monthly basis upon the approval of the Entliaeadequate
Traffic Control is in place

01140/ 007  Drinking Water

The Contractor shall provide safe drinking water on site for workers at a reasonable distance
from all work locations, for the duration of the Works.

Quiality Control

The Engineeshall check regularly that adequate supplies of water are available throughout the
Site.

Measurement and Payment

A Lump Sum shall be paid on a Monthly basis upon the approval of the Engineer that adequate
supplies have been provided.

SECTION 04: ROADSIDE CLEARANCE
Scope
This section covers all routine maintenance works within the road reserve and includes items

such as bush clearing, pruning of tree branches, grass cutting, and removal of litter and any
other debris.

04i 50i 002: Grass Cutting (Manual)

Grass shall be defined as any form of plant growth including small shrubs having a girth of not
more than 100mm measured at height of 200mm above ground level.

The grass shall be cut to height of not more than 50 mm above the ground. The width limits
shall be as instructed by the Engineer. All cut grass shall be removed from the carriageway, side
drains, mitre drains and inlets and outlet drains of structures/culverts and deposited in approved
spoil dumps

EA Burning of the grass shall not be allowed and care shall be taken not to damage
roadside fixtures such as signs and marker posts.

This activity shall be carried out twice, each time before the rainy season or as shall be
instructed by the Engineer.

Work Method

The Contractor shall udeabour to carry out this item of work.
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Quiality Control

The road width for grass cutting shall be measured-at Htitervals and shall be free of grass
after the operation.

Measurement: m?

The measurement shall be @ grass cut, based on the standard width and measured length of
clearing.

Payment

The unit rate shall be full compensation, for labour, materials, tools, and incidental costs
required to carry out the work.

04-50-003  Bush Clearing- heavy

04-50-004  Bush Clearing- light

04-50-005  Pruning Tree Branches

This activity involves the removal of small trees, shrubs and bushes all including their root
systems, In addition, the Engineer may order the trimming of branches of large trees to improve
visibility. The width limits shall be as instructed by the Engineer.

The cut material shall be collected into heaps away from the side drains and where it shall not
block or interfere with visibility.

The burning of cut bush and removed trees or besshall not be allowed.

Work Method

The Contractor shall uskabour to carry out this item of work
Quiality Control

The width for bush clearing shall be measured ainS6tervals and shall be free of trees or
bushes.

Measurement Unit; m?

Themeasurement shall be the area cleared according to the specified widths and measured
length of clearance.

Payment

The unit rate shall be the full compensation, for labour, materials, tools, and incidental costs
required to carry out the work.
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04i 50/ 008: Clearing of Obstructions
This activity shall involve the following tasks:

Inspection of the road section(s) regularly

Removal of all obstructions such as fallen trees/ branches, rock fall, landslides and broken
signs away from the road, sideains, mitre drains and other drains, inlets and outlets of

drifts, culverts and other structures and the safe disposal thereof outside the road formation
width.

T Removal of dead ani mal s6 carcasses away fo
directedby the Engineer. Liaison with the Police may be necessary.

T
T

Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

The road section shall be free of any obstruction.

Measurement Unit: Provisional Sum

The measumaent for this item shall be a Provisional Sum paid as necessary on a Dayworks
basis.

Payment

The unit rate shall be the full compensation for the provision of labour, tools and incidental
costs necessary to carry out the tasks.

SECTION 05: EARTHWORKS

0570-001: Grassing

This activity involves the protection / repair of erosion on embankment slopes, cut faces,
shoulders, and side slopes by filling with suitable soils and compacting using appropriate

tamping tools as instructed by the Engineer.

TheContractor shall pl ant sprigs of approved
shall care for and water the grass until it is firmly established.

Work Method
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The Contractor shall ugeabour to carry out this item of work.

Quiality Control

1 The width of the slope shall be measured at 50m intervals and shall have maximum
tolerances of +/100mm.

1 The quality of grass and spacing of the sprigs shall be as directed by the Engineer

Measurement Unit m?

The unit of measurement shall be atakulated as the net area, measured on the slope.

Payment

The unit rate shall be full compensation, for labour, materials, tools, and incidental costs
required to carry out the work.

SECTION 08: CULVERT AND DRAINAGE WORKS
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Scope:

This section covers all routine maintenance of the drainage system including the cleaning or
desilting of the side drains, mitre drains, catch water drains, culverts, inlets and outlets, and
scour checks.

0850-002 Ditch Cleaning (Manual) - Partially Silted
08-50-003 - Fully Silted

i. Partially silted

Partially silted drains are those that are less than half silted and require only cleaning.

All deposited material, debris, and vegetation shall be remanveédhe drain shaped to the

original crosssection and left in a fregraining condition. Suitable material may be used to fill
depressions and potholes on the carriageway. All debris and other unsuitable material removed
from the side drains shall besgibsed of well clear of the drainage system in approved spoil
dumps where it will not cause any obstruction or be washed back.

The side drains, mitre drains and catchwater drains shall be cleaned before the onset of the rains
or as directed by théngineer.

Work Method
The Contractor shall ugeabour to carry out this item of work
Quiality Control
1 Appropriate drain templates shall be used to check and control the dimensions of the drains.
1 The longitudinal profile of the drains shall be checkadgiboning rods, to ensure free
flow.
Measurement Unit: m
The measurement shall be the length of drain desilted or cleaned to the specifisgations

Payment

The unit rate shall be full compensation, for labour, tools, and incidental costedepucarry
out the work.

il. Fully silted

Fully silted drains shall be those that are greater tharsitt@éfl and require rexcavation
or reshaping.

All deposited material, debris, and vegetation shall be removed and the drain shaped to the
original crosssection and left in a fregraining condition. Suitable material may be used to fill
depressions and potholes on the carriageway. All debris aedwtkuitable material removed
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from the side drains shall be disposed of well clear of the drainage system in approved spoil
dumps where it will not cause any obstruction or be washed back.

The side drains shall be desilted oeseavated before the omsd the rains, or as directed by
the Engineer.

Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

1 Appropriate drain templates shall be used to check and control the dimensions of the drains.
1 The longitudinal profe of the drains shall be checked using boning rods, to ensure free
flow.

Measurement Unit: m?

The measurement shall be the volume of draiexeavated or rehaped to the specified cress
section.

Payment

The unit rate shall be full compensation for labour, tools, and incidental costs required to carry
out the work.

08 60- 001/2/3/4/5: Culverts Cleaning (Partially blocked)

08-60-001 300mm dia;
08-60-002 450mm dia;
08-60- 003 600mm dia;
08-60-004 900mm dia;
08-60-005 1200mm dia

This activity involves the cleaning of culverts of specified sizes including pipe barrels, the
outlet/inlet structures, and the outlet drains, keeping them free of all debris, weed, silt and any
obstructionto ensure free passage of water at all times. The debris shall be deposited in
approved spoil dumps as directed by the Engineer

Partially blocked culverts shall be those with less than half of the barrel blocked.

Correct widths and slopes of the outletids shall be maintained. The gradient of the outlet
drain shall be not less than 2 %.

All broken culvert barrels discovered in the course carrying out this activity shall be reported to
the Engineer.

This activity shall be carried out before the ramrsas directed by the Engineer.
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Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

The culverts shall be checked as free of debris to the satisfaction of the Engineer.
MeasurementUnit: m

Themeasurement shall be the length of culvert, including the outlet drain, cleaned

Payment

The unit rate shall be full compensation for labour, tools and incidental costs required to carry
out the work.

08- 60- 006/7/8/9/10 : Culvert Cleaning (Fully blocked):

08-60- 006 300mm dia;

08-60-007 450mm dia;

08- 60- 008 600mm dia;

08-60-009 900mm dia;

08-60- 010 1200mm dia

This activity involves the cleaning of culverts of specified sizes including pipe barrels, the
outlet/inlet structures,ral the outlet drains, keeping them free of all debris, weed, silt and any
obstruction to ensure free passage of water at all times. The debris shall be deposited in
approved spoil dumps as directed by the Engineer

Fully blocked culvert shall be those wigheater than half of the barrel blocked.

Correct widths and slopes of the outlet drains shall be maintained. The gradient of the outlet
drain shall be not less than 2 %.

All broken culvert barrels discovered in the course of carrying out this acthatlytee reported
to the Engineer.

This activity should be carried out before the onset of the rains, or as directed by the Engineer.
Work Method

The Contractor shall useabour to carry out this item of work.

Quality Control
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The culverts shall behecked as free from debris, to the satisfaction of the Engineer.

MeasurementUnit: m

The measurement shall be the length of culvert, including the outlet drain cleaned.

Payment

The unit rate shall be full compensation for labour, tools icidental costs required to carry

out the work.

08 70- 001: Head Wall Repair - Masonry

This activity involves the repairs to damaged head walls and wing walls built in masonry.
Where directed by the Engineer, the masonry walls shall be inspectembaar missing

stone resecured or replaced. Damaged pointing shall be repaired with cement mortar 1:4 and
finished flush with the stonework.

Work Method

The Contractor shall ugeabour to carry out this item of work

Quiality Control

1 The stabilityof the walls and the pointing shall be to the satisfaction of the Engineer.

Measurement Unit: No
The measurement shall be the number of walls repaired as directed by the Engineer.
Payment

The unit rate shall be full compensation for labour, matertalsls, and incidental costs
required to carry out the work.

0870002 Headwall Repair- Concrete

The activity involves the repairs to damaged concrete headwalls and wingwalls, and to
inlet/outlet concrete aprons. Concrete walls shall be inspecte@gaid works carried out as
instructed by the Engineer to include breaking out and replacement of damaged concrete with
similar material, and the rendering of open texture areas with cement mortar 1:4. Broken wall
sections shall be #luilt in 20/20 (1:24) concrete within formwaork erected on the correct lines
and levels in accordance with the Standard Drawings. Areas of new concrete and mortar shall
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be protected from direct sunlight and kept moist for 3 days.
Quiality Control

The work shall be carriedubto the satisfaction of the Engineer.
Measurement Unit: No

The measurement shall be the number of walls/aprons repaired.

Payment

The unit shall be full compensation for labour, materials, tools, and incidental costs required to
carry out the work.

08-70-008: Scour Check Repair- masonry
08-70-009: Scour Check Repair- wooden
08-70- 010: Scour Check Repair- concrete

This activity involves the repair of Scour Checks using stones or wooden stakes or concrete.
The construction detailshall be shown in the Drawings or as instructed by the Engineer.

Scour checks shall be inspected and the repairs carried out as directed by the Engineer, which

shall include replacement of missing or broken stonework and stakes; and the repair oldamage
concrete, to the original lines, levels, and Specifications.

Work Method
The Contractor shall ugeabour to carry out this item work.

Quiality Control

EB
The sizes of the stakes and stones used shall be as the original construction.
The shape of the scoaheck shall be checked using the scour check template.
MeasurementNo.
The unit rate of measurement shall be the number of scour checks repaired.

Payment

The unit rate shall be full compensation, for labour, tools, materials, and incidental costs
required for carrying out the work.
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08 70- 011 Stone Pitching Repair

This activity involves the repair of stone pitching on slopes, in inlet/outlet aprohaccess

drifts. The stone pitching shall be inspected and repairs carried out as directed by the Engineer,
including the replacement andivedding of missing or loose stones; the repair of mortar

jointing: and the cleaning out of weepholes, as reduirdl work shall be to the lines and

levels of the original construction with new stonework and mortar being flush with the adjacent
materials.

Work Method

The Contractor shall ugeabour to carry out this work

Quality Control

The work shall be carribout to the satisfaction of the Engineer.
Measurement Unit: m?

The measurement shall be the net surface area of the repairs.

Payment

The unit rate shall be full compensation, for labour, tools, materials, and incidental costs
required to carry out &h work.

08- 80- 004 Drift Maintenance 1 desilting

This activity involves the removal of debris, silt and any vegetation from drifts and causeways.
The debris shall be deposited away from the drift in approved spoil dumps.

This activity shall bearried before the rains, or as directed by the Engineer.
Work Method

The Contractor shall ugeabour to carry out this item of work

Quality Control

The work shall be carried out to the satisfaction of the Engineer.
Measurement Unit: me

The measurement shall be the volume of debris or silt removed calculated as the product of
length , width and measured depth of the affected section of drift.

Payment

The unit rate shall be full compensation for labour, tools, and incidental costedeucarry
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out the work.

08-80-005  Drift Repairs i Concrete

This activity involves the repair of concrete drifts, including the removal of loose or broken
concrete, cutting back damaged areas to sound surfaces and repairing with concrete of similar
Class to the original.

The drift shall be inspected and necessary repairs shall be instructed by the Engineer. Holes and
voids shall be cleared of debris, loose material and dust, and shall be well watered before the
new concrete is placed. The neancrete shall be firmly rammed against the existing surfaces
and finished flush with the surrounding materials. The surface of the repair shall be protected
from direct sunlight and kept moist for 3 days. Concrete shall be Class 20/20 unless otherwise
directed by the Engineer.

Quiality Control

The work shall be carried out to the satisfaction of the Engineer.

Measurement Unit: m®

The measurement shall be the volume of concrete used for the repair.

Payment:

The unit rate shall be the full compensatfor labour, tools, materials and incidental costs
required to carry out the work.

SECTION 10: CARRIAGEWAY REPAIR WORKS (GRAVEL)

Scope:

This section covers all routine maintenance works on the gravel carriageway and includes items
such as pothole pdting, and reshaping of the carriageway, using labour.

10- 50- 006 Light Manual Reshaping (Potholes, Ruts and Gullies)

Description:

This activity involves the removal of all unsuitable/degraded material from the pothole, rut or
gully until firm groundis reached, and filling with approved material and ensuring that the area

is free draining.

For earth roads material from the side drains may be used.

For gravel roads the gravel shall be obtained from the stacks placed at intervals along the road
for this purpose.
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The fill material shall be watered, mixed and compacted using suitable tampers to a finished
level 25mm above the surrounding road surface.

This activity shall be carried out before and after the rains, or as directed by the Engineer.
Work Method

The Contractor shall ugeabour to carry out this work

Quiality Control

1 The quality of fill material shall be approved by the Engineer

1 The minimum compaction to be applied shall be such that no rammer imprint on the surface
shall be seen.

Measuement Unit: me
The measurement shall be total volume of materials used for the repairs.

Payment

The unit rate shall include full compensation for labour, tools, materials, and incidental costs
necessary to carry out the work.

10- 50- 009: Light Manual Reshaping (Grub edge and Reshape Carriageway)

Description:

This activity involves trimming the edge of the carriageway, grubbing grass from the
carriageway and reshaping of the camber of the road to the original standard and shape. No
grassshall be grubbed from the shoulders, but it shall be cut to a maximum height of 50mm.
For earth roads materials from the side drains may be used to reshape the carriageway. Where

additional suitable material is required to reinstate the camber to thieeceghape, this
material shall be obtained from approved sources nearest to the final deposition area.

Work Method

The Contractor shall applyabour methods to carry out this item.

Quality Control

1 The width of the carriageway including the should#rall be checked at 100m intervals
with tolerance of +50mm 0f20mm

1 The camber shall be checked using camber board at 50m intervals and shall have a tolerance
of +/- 1%
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Measurement Unit: m?

The measurement shall be the area of carriageway shaped.

Payment

The unit rate shall be the full compensation for labour, tools and incidental costs required for
carrying out the work.

SECTION 11: SHOULDER MAINTENANCE AND REPAIR

11-50-001: Shoulder Grading

Where directed by the Engineer the Contrastwll reinstate or reorm the shoulders of the
road using either a Towed or Motor grader.

Pegs 400 to 500mm long shall be placed at 10 to 20 m intervals on the edge of the carriageway.
Suitable material from the front slope of the side drain shalldmedland spread on the

shoulders (and, if appropriate the carriageway), unless otherwise directed by the Engineer, and
the shoulders réormed to the crossection dimensions, as shown in Table 10.2. Compaction
shall be achieved with the wheels of theipment used, or by other approved means.

Table 10.2: Overall width ditch

Road Category Carriageway Overall width to front
width of Ditches

A/B/C + Secondary Roads 6.0 m 8.4m

D/E + Minor Roads 54m 7.8 m

RAR Roads 45m 6.5m

Minor/RAR roads with insufficient 3.5m 55m

widths or Temporary

Work Method

The Contractor shall use Equipment to carry out this item.
Measurement Unit: km

The measurement shall be the length of shoulder reformed.
Payment

The unit rate shall be the full compensation for labour, tools, equipment and incidental costs
required for carrying out the work.
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SECTION 15: PAVED CARRIAGEWAY MAIN TENANCE

157 507 001: Pothole Patching- hot mix
157 5071 002: Pothole Patching- cold mix

This activity involves the repair of potholes, which have developed on the surface of paved
roads where there is no evidence of base failure. Potholes sdefited as local failures
usually round or oval in shape covering less than 4.0 sq. m and less than 100mm in depth.
Repair of larger areas shall be defined as surface repairs.

The areas to be repaired shall be marked out into rectangular shapesedlafads shall be cut
back to sound road material. The hole shall extend to the bottom of the base layer, and the sides

shall be cut to form a vertical face. All unsuitable material shall be removed and deposited
away from the road to the approval of tegineer.

A prime coat of 60% cationic spray grade emulsion, shall be applied on all the sides and on the

bottom of the prepared hole

Premixed bituminous material, similar to the existing surfacing shall be placed in the hole and
compacted in two or motiayers of regular thickness depending on the depth involved.

The final layer, prior to compaction, shall be overfilled by 20% of its depth. Compaction shall
be carried out using a pedestrian vibrating roller, plate compactor or hand rammer as
appropriateuntil the surface is level, with the surrounding material.

A minimum depth of 50mm shall be provided for the cationic premix bituminous backfill.

Premix proportions shall be as follows:

- Sand 38%
- 6.7mm aggregate 57%
- Bitumen emulsion 5% (bitumen content 685%)

Work Method
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

The quality of the repair material shall be to the approval of the Engineer.

The patch shall be checked using a straight edgehatidog flush with other parts of
the carriageway

1 Compaction of the patch shall be checked such that no imprint of the compaction
equipment is visible.

T
1
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Measurement Unit: m?
The unit of measurement shall be the volume of material used in the repair.
Payment

The unit rate for this item shall include the full compensation, labour, tools, materials ,
equipment and incidental costs required to carry out the work.

157 5071 004: Road Edge Repairs

This activity involves the repair to the edges of pasaadiageways, including the rebuilding of
pavement layers and the shoulders.

All soft material along the surface edge shall first be removed. The pavement layers shall be
rebuilt and thoroughly compacted, in similar materials to the existing paveri@etpavement

shall be similarly rebuilt against sound material of the existing pavement, and thoroughly
compacted. The top of the compacted fill shall be between 30mm to 50mm below the estimated
new surface level.

A trench (100 mm wide x 100mm deeppBibe dug along the surface edge in order to

reinforce the new edge. The trench shall be swept clean of all loose material and primed with

bitumen emulsion.

A trench shall be filled with cold premix and compacted in layers of a 50mm maximum
thicknessfinishing flush with the existing surface and maintaining the cross fall. The repaired
edge shall be finished off by sheet patching with a light sand layer to absorb surplus bitumen.

Work Method
The Contractor shall useabour andEquipment to carry outhis item.

Quiality Control

1 The edge repair shall be checked using straight edge to be flush with other parts of the
carriageway

1 Compaction of the edge repair shall be such that no imprint of the compaction
equipment is visible.

Measurement Unit: m?

The measurement shall be the area of the repair including the bituminous edge and shoulder.

Payment
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The unit rate shall be full compensation for labour, tools, materials, equipment, and incidental
costs required to carry out the work.

157 607 001 Spot Sealing- (Fine cracks)

This activity involves the repair of alligator cracking (maximum width 3mm) on the
carriageway. The area to be sealed shall be marked in chalk and be clean and dry. The
bituminous binder shall be as specified by the Enginegishall be applied with a spray lance
or other approved method. Distribution rates shall be 1.3Kginbitumen emulsion.

Coarse sand, up to 5mm, shall then be spread over the whole surface.

Crack sealing shall be carried out during the warm and dayhee

Work Method
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

1 The quality of the repair work shall be to the approval of the Engineer.
1 The area of spot sealing shall be checked to be free of cracks.

MeasurementUnit: m?
The measurement for this item will be the area of fine cracks repaired.

Payment

The unit rate shall include full compensation for materials, labour, tools, equipment, and
incidental costs required to carry out the work.

15-60-002 Crack Sealing

This activity covers the repair of transverse or longitudinal cracks wider than 3mm on the

surface of a surface dressed or bituminous carriageway or shoulder.

The cracks and the surrounding road surface shall be clean and dry. The ahldesfdled

with hot cut back bitumen.

The bitumen shall be distributed using a watering can and shall follow the line of the crack, with
the nozzle or spout held close to the road surface, keeping the width of the spread as narrow as
possible. Coarseand, up to 5mm, or crusher dust shall be spread over the strip of the binder.

All crack sealing shall be carried out during the warm and dry weather.
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Work Method
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

1  The ®aling shall be carried out to the satisfaction of the Engineer.
1  The area of sealing shall be checked to be free of cracks.

Measurement Unit: m
The measurement shall be the length of cracks sealed.
Payment

The unit rate shall include full compensatii@r materials, labour, tools and incidental costs
required to carry out the work.

157 8071 001 to 005 Base repairs

This activity involves the repair of localised failures of the pavement layers, including the
removal of the deformed areas aedonstructing the pavement and surfacing layers including
treatment of the bottom of the excavation prior to backfilling.

The areas to be repaired shall be marked and cut out into rectangular shapes. All failed area
shall be cut back to sound road matkrThe sides shall be dressed so that they are &b @fe
horizontal, and the bottom of the hole shall be compacted to a density of 93 % AASHTO T180.

All unsuitable material shall be removed and deposited away from the road as directed by the
Engineer

For a bituminous base a prime coat of 60% cationic spray grade emulsion shall be applied to all
vertical surfaces and on the bottom of the prepared hole.

The material for the base repair shall be graded crushed stone, dense bitumen macadam or neat
gravel, according to the original base material, and shall be compacted in layers as directed by

the Engineer.

15-80-001: Graded Crushed Stone

AGraded crushed stoneo shall be crushed storl
specified envelopeThe stone class shall be given in the special Specifications or as directed by
the Engineer.

Work Method

The Contractor shall useabour andEquipment to carry out this item of work.
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Quiality Control

1 The repair shall be carried out to the approval obhgineer.
1
carriageway laterally and longitudinally.
1 Compaction of the patch shall be checked such that no imprint of the compaction
equipment
is visible

Measurement Unit me

The measurement shall be the volume of graded crushed stone compacted in the repair
measured isite.

Payment

The unit rate for this item shall include the full compensation for the materials, tools, labour,
equipment andhcidental costs, required to carry out the work.

15-80-002: Dense Bitumen Macadam

Dense bitumen macadam shall be arhoted, hotlaid plant mixture of welgraded aggregate
and penetration grade bitumen, as specified for-bzese material.

Work methal
The Contractor shall useabour andEquipment to carry out this item.

Quiality Control

1 The repair shall be carried out to the approval of the Engineer
1
carriagewayaterally and longitudinally.
1 Compaction of the patch shall be checked such that no imprint of the compaction
equipment is visible.
Measurement Unit: me

The measurement shall be the volume of dense bitumen macadam compacted on the road
measured insitu.

Payment

The unit rate for this item shall include the full compensation for the materials, tools, labour,
equipment, and incidental costs required to carry out the work.

15-80-005: Neat Gravel
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AGravel A includes |l ateritic gravel, quartzi
clayey sands, decomposed rock, crushed rock or a combination of any of these materials.

Work method
The Contractor shall useabour andEquipment to carryout this item of work

Quiality Control

The repair shall be carried out to the approval of the Engineer.

The repair shall be checked with a straight edge and shall be flush with other parts of the
carriageway laterally and longitudinally.

1 Compaction of th@atch shall be checked such that no imprint of the compaction
equipment shall be visible.

T
T

Measurement Unit: me
The measurement shall be the volume of gravel compacted on the road measitved in
Payment

The unit rate for this item shall include thi#l compensation for the materials, labour, tools,
equipment, and incidental costs required to carry out the work.
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SECTION 17: BRIDGE MAINTENANCE

17-50-001: Cleaning and Clearing- Deck
17-50- 002: Cleaning and Clearing- Riverbed
Description

This activity involves the following tasks,

T
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Brooming of the deck and sidewalks to clear all loose soil, dirt, aggregate, debris, and
removal of the same from site

Removal of all dirt and stones lodged between deck planking

Clearance of weep holes of dirt and debris

Removal of all dirt and debris in joints between beams and abutments or any point under
bridge

Removal of debris lodged at pier and abutments or any point under the bridge

Removal of trees and bushes growing uriderbridge and directly upstream and
downstream and disposing the material away from the bridge and stream

Cleaning of any signs or reflectors on or at the bridge.

Removal of termites tunnels in the vicinity of timber bridges and soaking the ground with
chemical solutions against wood destroying insects.

Work Method

The Contractor shall ugeabour to carry out this item.

Quiality Control

il
il

The bridge deck shall be checked to be clean and free of dirt and debris
The passage below the deck shall be cbédk be free of obstructions

Measurement Unit: Provisional Sum

The measurement of work shall be on a Dayworks basis.

Payment

Payment shall be made for the labour and material instructed by the Engineer to be used on the
work.
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SECTION 20: ROAD FURNITURE REPAIR AND MAINTENANCE

20-50- 001: Traffic Sign Maintenance

This activity involves all the tasks required to ensure that the road signs and signposts are in a
clean, properly aligned, vertical and secure condition; the replacement of missiogen

bolts, nuts or other fixings and the tightening of the same. The maintenance shall also extend to

securing any loose posts by thecempacting or removal of any unsuitable material
surrounding the posts, importing and compacting of suitable ralt@riender the post secure.

Work Method

The Contractor shall ugeabour to carry out this item.

Quiality Control

1 The signs shall be clean and in vertical position
1 The fixings shall be hand checked to be tight

Measurement Unit: No.
The measuremesthall be number of signs maintained.
Payment

The unit rate shall be the full compensation for labour, tools, material and incidental costs
required to carry out the work.

20-50- 003: Guardrail Repair
This activity involves the repair of Guardraflacluding rails, posts and fixings) to a properly
aligned, vertical and secure condition. The repair shall include securing any loose posts by re

compaction or removal of any unsuitable material surrounding the post, importing and
compaction of suitable aterials to render the posts secure, and tfixirey of the rails.

Work Method

The Contractor shall ugeabour to carry out this item.

Quality Control

1 The guardrails shall be checked as being properly aligned secure and in a vertical position
1 Thefixings shall be hand checked to be firmly fixed

Measurement Unit: m
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The measurement shall be the length of Guardrail repaired
Payment

The unit rate shall be the full compensation for labour, material, tools, and incidental costs
required to carry ouhe work.

20- 50- 004: Marker Posts Replacement
This activity involves the replacement of kilometre stones and culvert marker posts
The Engineer shall determine the location of the marker stones and posts. They shall be setin a

simple excavation andabkfilled with soil. The depth of the excavation shall be determined on
the site, depending on the size and shape of the marker stone or post.

Work Method

The Contractor shall ugeabour to carry out this item.

Quiality Control

1 The posts shall beertical and firmly bedded to the approval of the Engineer

Measurement Unit: No
The measurement shall be in number of marker posts.
Payment

The unit rate shall be the full compensation for labour, tools, posts, materials and incidental
costs requiretb carry out the work.

20-50-006:  Sign cleaning and repainting
This activity involves the cleaning of road signs, reflectors and guideposts and repainting of

sign supporting structures, rear panels of signs, kilometre posts and culvert markerss urface
be painted shall be clean, dry and free from loose material.

Work Method

The Contractor shall ugeabour to carry out this item of work

Quality Control

1 The cleaning and painting shall be carried out to the approval of the Engineer

Measurement Ui No
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The measurement shall be in number of signs, reflectors, or guideposts cleaned or painted.

Payment

The unit rate shall be the full compensation for labour, materials, tools and incidental costs
required to carry out the work.
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SECTION 25: HIV/AIDS AWARENESS AND PREVENTION CAMPAIGN

Scope:

This section covers the Contractors obligations with regard-tterndlV / AIDS awareness
campaign and preventive measures that are to be instituted.

2550001 HIV / AIDS Awareness Campaign

The Contractor shall institute an HIV / AIDS awareness campaign amongst the workers for the
duration of the Contract.

As part of the campaign the Contractor shall display AIDS awareness posters in all buildings
frequented by workers employed on the Cactirwhere such buildings fall under the control of
the Contractor.

In addition at least two of the Contractors vehicles regularly used on site shall display HIV /
AIDS awareness posters. The posters shall be printed on gloss paper and shall b&lat least
size on buildings and A3 size or other approved size on vehicles. The message on the posters
shall be supplied by the Employer through the Engineer.

Aids awareness shall also be included in the orientation process of all workers employed on the
Contrad.

Measurement Unit: month

The measurement shall be the calendar month or part thereof, measured over the duration of the
campaign.

Payment
The unit rate shall include full compensation for labour and material required for the provision

of
theitem.

25-50-002 AIDS Prevention Campaign

The Contractor shall institute an HIV / AIDS prevention campaign amongst the workers for the
duration of the Contract.

As part of the campaign the Contractor shall make condoms available to the woheers.
condoms shall be supplied by the Employer through the Engineer.

Measurement Unit: month

The measurement shall be the calendar month measured over the duration of the campaign.
Payment

The unit rate shall include full compensation for labour and material including the distribution

of
condoms, required for the provision of the item.
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DRAWINGS
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SECTION OF CONCRETE SCOUR CHECK
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PLAN OF HRAIN WITH SCOLIR CHECIE
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1.Dimensions in mm

— Sizes in mm Excav Cnnecrete| Apron
_‘.,n. s (m3) [m3) stone
Section pitching

(3}

Length |[Width Depth
A 2400 100 5506 .13 .15 0.18
4] 2000 100 500 | 0.19 0.69 0.14
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TYPE Z(ENTRY ONLY} TYFPLE HENTRY AND EXIT ON
ACCESRS)
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NOTE

1. The cimle numbers specify the shape and function and the code letter denntes the material:
A =Concrete block

B =Sione masenry

L ={loncreie







