
 

KENYA RURAL ROADS AUTHORITY 
 
 

DESIGN AND CONSTRUCTION SUPERVISION WORKS FOR IMPLEMENTATION OF GOK/EU/AFD ROADS 2000 
CLIMATE PROOFED RURAL ROADS IN ARID AND SEMI-ARID LANDS (ASAL) PROGRAMME 

 
 
 

AREA 2-BATCH 1: MARSABIT COUNTY 
 

 

REHABILITATION, IMPROVEMENT, AND ROUTINE MAINTENANCE WORK: LOGLOGO-KORR-KARGI E4299) (10KM) 
  

 

 
 
 

 

 

 

   AUGUST 2023 

 
 

                       

 EMPLOYER:                   CONSULTANT: 
  
 

    

 
 

DIRECTOR (PLANNING, DESIGN AND ENVIRONMENT 

KENYA RURAL ROADS AUTHORITY (KeRRA) 

P.O. BOX 48151 – 00100, 

NAIROBI                               

  

 

 

 

CAS CONSULTANTS LTD 

LE’MAC BUILDING,1ST FLOOR, OFF 

CHURCH ROAD, WESTLANDS, 

NAIROBI, KENYA 

P.O BOX 20023-0200 

TEL: +254(020)4445265, +254722829554 

EMAIL: info@casconsultants.co.ke                                                                                       

   

 

PRELIMINARY ENGINEERING DESIGN 

 

BOOK OF DRAWINGS 



DRAWING No. GENERAL DRAWINGS
GRAVEL ROADS BOOK OF DRAWING

PROJECT LOCATION MAP

 R2000/A2/2023/TCS/01        CROSS-SECTION A(STANDARD CROSS-SECTION)
R2000/A2/2023/TCS/02        CROSS-SECTION B (REDUCED CROSS-SECTION)

R2000/A2/2023/PC/01          HEAD WALL TYPE 1

R2000/A2/2023/PC/02          HEAD WALL TYPE 2

R2000/A2/2023/PC/03          HEAD WALL TYPE 3

R2000/A2/2023/PC/04          HEAD WALL TYPE 4
R2000/A2/2023/PC/05  PIPE CULVERT DETAILS
R2000/A2/2023/PC/06          BEDDING AND HAUNCH

      STANDARD DRAWINGS

R2000/A2/2023/SD/01

R2000/A2/2023/SD/02

R2000/A2/2023/SD/03

STANDARD JUNCTION AND ACCESS DETAILS

STANDARD MARKER POST DETAILS
STANDARD GUARD RAIL DETAILS

R2000/A2/2023/GDR/01       MITRE DRAIN DETAILS

R2000/A2/2023/GDR/02       SCOUR CHECKS

R2000/A2/2023/GDR/03      SCOUR CHECKS

R2000/A2/2023/GDR/04       SCOUR CHECKS
R2000/A2/2023/GDR/05       ACCESS DRIFTS

R2000/A2/2023/TS/01 STANDARD TRAFFIC SIGNS

R2000/A2/2023/PSB/01        PUBLICITY SIGNBOARD DETAILS

      GENERAL DRAINAGE

TRAFFIC SIGNS

TYPICAL CROSS-SECTIONS

PIPE CULVERTS

       PUBLICITY SIGNBOARD

R2000/A2/2023/TCS/03        CROSS-SECTION C (BLACK COTTON SOIL CROSS-SECTION)

R2000/A2/2023/TCS/04        CROSS-SECTION D (SIDELONG GROUND CROSS-SECTION)

R2000/A2/2023/TCS/05        DETAILED TYPICAL CROSS-SECTION AND BENCHING DETAILS

DRAWING INDEXR2000/A2/2023/GEN/01.
R2000/A2/2023/GEN/02.
R2000/A2/2023/GEN/03. GENERAL PLAN AND PROFILE



2.
1.

          LOCATION MAP



FRENCH
DEVELOPMENT

AGENCY

Designed by        :

Client:Approved By:Date:NO Revisions:

2.
1.

Sheet:
                             1 of 1

Approved by       :  C.O

Client approval   :KENYA

Consultant:

CAS CONSULTANTS LTD
Le'Mac Building, 1st Floor, off Church
Road, Westlands,Nairobi, Kenya
P.O.Box 20023,00200
Tel+254 (020) 4445265, +254722829554
Email: info@casconsultants.co.ke

KENYA RURAL ROADS
AUTHORITY

Financed by:Client:

GOVERNMENT OF

Designed by        :

Drawing title:

LOCATION MAP:

LOGLOGO-KORR-KARGI

Checked by         :  C.O

Drawn  by           :  A.N

Approved by       :  C.O

Date                    :  AUGUST 2023

Client approval   :
Drg No.               :

Project:

DESIGN AND SUPERVISION WORKS FOR
IMPLEMENTATION OF THE CLIMATE
PROOFED RURAL ROADS IN ARID AND
SEMI-ARID LANDS (ASAL) - AREA 2.

AFD/EU/GOK ROADS 2000 CLIMATE PROOFED, AREA 2:
ISIOLO, SAMBURU AND MARSABIT COUNTIES Scale:      1:50,000

UNION
EUROPEAN



TYPICAL CROSS-SECTIONS

2.
1.



Backslope
Min. 3 : 2
Max. 3 : 1

NOTE:

- ALL SPECIFIED DIMENSIONS IN m.

- TRAFFIC LEVELS OF MORE THAN 200 VPD MAY JUSTIFY
RUNNING SURFACE WIDTH INCREASE TO 6.50 METRES

FIGURE H.1 - CROSS SECTION A (MINOR STANDARD CROSS-SECTION)

0.35

Min. 0.50
0.60 1.20 way 5.40Carriage 1.20 0.55

Min. 0.50

0.35

5%-8% 5%-8%

2.70 2.70

2.
1.

Gravel Layer = 0.15 compacted (0.20 on
special sections)



FIGURE H.2 - CROSS SECTION B (REDUCED CROSS-SECTION)
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FIGURE H.17 - PUBLICITY SIGNBOARD
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